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1.

Safety Precautions

Read the following “SAFETY PRECAUTIONS” carefully before perform any servicing.

Electrical work must be installed or serviced by a licensed electrician. Be sure to use the correct rating of the
power plug and main circuit for the model installed.

The caution items stated here must be followed because these important contents are related to safety. The
meaning of each indication used is as below. Incorrect installation or servicing due to ignoring of the instruction
will cause harm or damage, and the seriousness is classified by the following indications.

& WARNING This indication shows the possibility of causing death or serious injury.

& CAUTION This indication shows the possibility of causing injury or damage to properties.

The items to be followed are classified by the symbols:

® This symbol denotes item that is PROHIBITED from doing.

Carry out test running to confirm that no abnormality occurs after the servicing. Then, explain to user the
operation, care and maintenance as stated in instructions. Please remind the customer to keep the operating
instructions for future reference.

& WARNING

Do not modify the machine, part, material during repairing service.

2. If wiring unit is supplied as repairing part, do not repair or connect the wire even only partial wire break. Exchange the whole wiring unit.

3. Do not wrench the fasten terminal. Pull it out or insert it straightly.

4. Engage dealer or specialist for installation and servicing. If installation of servicing done by the user is defective, it will cause water leakage,
electrical shock or fire.

5. Install according to this installation instructions strictly. If installation is defective, it will cause water leakage, electric shock or fire.

6. Use the attached accessories parts and specified parts for installation and servicing. Otherwise, it will cause the set to fall, water leakage, fire
or electrical shock.

7. Install at a strong and firm location which is able to withstand the set’s weight. If the strength is not enough or installation is not properly done,
the set will drop and cause injury.

8. For electrical work, follow the local national wiring standard, regulation and the installation instruction. An independent circuit and single outlet
must be used. If electrical circuit capacity is not enough or defect found in electrical work, it will cause electrical shock or fire.

9. This equipment is strongly recommended to install with Earth Leakage Circuit Breaker (ELCB) or Residual Current Device (RCD). Otherwise, it
may cause electrical shock and fire in case equipment breakdown or insulation breakdown.

10. Do not use joint cable for indoor / outdoor connection cable. Use the specified Indoor/Outdoor connection cable, refer to installation instruction
CONNECT THE CABLE TO THE INDOOR UNIT and connect tightly for indoor / outdoor connection. Clamp the cable so that no external force
will be acted on the terminal. If connecting or fixing is not perfect, it will cause heat up or fire at the connection.

11. Wire routing must be properly arranged so that control board cover is fixed properly. If control board cover is not fixed perfectly, it will cause
heat-up or fire at the connection point of terminal, fire or electrical shock.

12. When install or relocate air conditioner, do not let any substance other than the specified refrigerant, eg. air etc. mix into refrigeration
cycle (piping). (Mixing of air etc. will cause abnormal high pressure in refrigeration cycle and result in explosion, injury etc.).

13. Do not install outdoor unit near handrail of veranda. When installing air-conditioner unit at veranda of high rise building, child may climb up to
outdoor unit and cross over the handrail and causing accident.

14. This equipment must be properly earthed. Earth line must not be connected to gas pipe, water pipe, earth of lightning rod and
telephone. Otherwise, it may cause electric shock in case equipment breakdown or insulation breakdown. ®

15. Keep away from small children, the thin film may cling to nose and mouth and prevent breathing. ®

16. Do not use unspecified cord, modified cord, joint cord or extension cord for power supply cord. Do not share the single outlet with
other electrical appliances. Poor contact, poor insulation or over current will cause electrical shock or fire. ®

17. Tighten the flare nut with torque wrench according to specified method. If the flare nut is over-tightened, after a long period, the flare
may break and cause refrigerant gas leakage. ®

18. During pump down operation, stop the compressor before remove the refrigeration piping. (Removal of compressor while compressor ®

is operating and valves are opened will cause suck-in of air, abnormal high pressure in refrigeration cycle and result in explosion,
injury etc.)




& WARNING

20.

After completion of installation or service, confirm there is no leakage or refrigerant gas. It may generate toxic gas when the refrigerant
contacts with fire.

21.

Ventilate if there is refrigerant gas leakage during operation. It may cause toxic gas when refrigerant contacts with fire.

22.

Do not insert your fingers or other objects into the unit, high speed rotating fan may cause injury. ®

23.

Must not use other parts except original parts described in catalog and manual.

& CAUTION

Do not install the unit at place where leakage of flammable gas may occur. In case gas leaks and accumulates at surrounding of the
unit, it may cause fire. ®

Carry out drainage piping as mentioned in installation instructions. If drainage is not perfect, water may enter the room and damage
the furniture.

3. Tighten the flare nut with torque wrench according to specified method. If the flare nut is over-tightened, after a long period, the flare

may break and cause refrigerant gas leakage.
4. Do not touch outdoor unit air inlet and aluminium fin. It may cause injury. ®
5. Select an installation location which is easy for maintenance.

Pb free solder has a higher melting point than standard solder; typically the melting point is 50°F — 70°F (30°C — 40°C) higher. Please use
a high temperature solder iron. In case of the soldering iron with temperature control, please set it to 700 £ 20°F (370 + 10°C).
Pb free solder will tend to splash when heated too high (about 1100°F / 600°C).

Power supply connection to the air conditioner. Connect the power supply cord of the air conditioner to the mains using one of the following
methods.
Power supply point shall be the place where there is ease for access for the power disconnection in case of emergency. In some countries,
permanent connection of this room air conditioner to the power supply is prohibited.
i. Power supply connection to the receptacle using a power plug. Use an approved 15/16A (3/4~1.5HP) or 16A (2.0HP) or 20A (2.5HP) or
25A (3.0HP) power plug with earth pin for the connection to the socket.
ii. Power supply connection to a circuit breaker for the permanent component. Use an approved 16A (3/4~2.0HP) or 20A (2.5HP) or
25A (3.0HP) circuit breaker for the permanent connection. It must be a double pole switch with a minimum 3.0 mm contact gap.

Do not release refrigerant during piping work for installation, servicing, reinstallation and during repairing a refrigerant parts. Take
care of the liquid refrigerant, it may cause frostbite.

Installation or servicing work: It may need two people to carry out the installation or servicing work.

10.

Do not install this appliance in a laundry room or other location where water may drip from the ceiling, etc.

1.

Do not sit or step on the unit, you may fall down accidentally.

12.

Do not touch the sharp aluminum fins or edges of metal parts.
If you are required to handle sharp parts during installation or servicing, please wear hand glove.
Sharp parts may cause injury.

Q0 |©




2. Specification

Model Indoor CS-A9KKD CS-A12KKD
odel
Outdoor CU-A9KKD CU-A12KKD
Performance Test Condition NEW JIS NEW JIS
Phase, Hz Single, 50 Single, 50
Power Supply
\Y 220 230 220 230
kw 2.65 2.65 3.52 3.54
Capacity BTU/h 9040 9040 12000 12100
Kcal/h 2280 2280 3030 3040
Running Current A 41 4.0 5.1 5.1
Input Power \W 860 890 1.08k 1.12k
2 W/W 3.08 2.98 3.26 3.16
o) EER
8 Btu/hwW 10.5 10.2 111 10.8
Power Factor % 95 97 96 95
dB-A 36 /26 36/26 39/29 39/29
Indoor Noise (H /L)
Power Level dB 52/- 52/ - 55/ - 55/ -
dB-A 48/ - 49/ - 48/ - 49/ -
Outdoor Noise (H /L)
Power Level dB 63 /- 64/ - 63/ - 64 /-
kW 2.80 2.85 4.00 4.05
Capacity BTU/h 9550 9720 13640 13810
Kcal/h 2410 2450 3440 3480
Running Current A 3.3 3.3 5.2 5.1
Input Power \W 700 740 1.09k 1.12k
2 W/W 4.00 3.85 3.67 3.62
© EER
£ Btu/hwW 13.6 131 125 12.3
Power Factor % 96 97 95 95
dB-A 38/28 38/28 40/29 40/29
Indoor Noise (H /L)
Power Level dB 54 /- 54/ - 56/ - 56 / -
dB-A 48/ - 49/ - 48/ - 49/ -
Outdoor Noise (H /L)
Power Level dB 64 /- 65/ - 64/ - 65/-
Max Current (A) / Max Input Power (W) 5.1/1.13k 6.0/1.35k
Starting Current (A) 18 20
Type Hermetic Motor Hermetic Motor
Compressor Motor Type Induction (2 poles) Induction (2 poles)
Output Power w 750 950
Type Cross-Flow Fan Cross-Flow Fan
Material ASG20K1 ASG20K1
Motor Type Induction (4 poles) Induction (4 poles)
Input Power W 32.6-33.6 41.4-42.9
g Output Power w 24 24
"',: QLo rom Cooling: 660 - 660 Cooling: 730 - 730
8 P Heating: 660 - 660 Heating: 730 - 730
E Lo rom Cooling: 730 - 730 Cooling: 800 - 800
P Heating: 780 - 780 Heating: 840 - 840
Speed Me rom Cooling: 870 - 870 Cooling: 950 - 950
P P Heating: 870 - 870 Heating: 950 - 950
Hi rom Cooling: 1040 - 1040 Cooling: 1100 - 1100
P Heating: 1040 - 1040 Heating: 1100 - 1100
SHi rom Cooling: 1080 - 1080 Cooling: 1120 - 1120
P Heating: 1080 - 1080 Heating: 1120 - 1120




Type Propeller Fan Propeller Fan
c Material PP Resin PP Resin
g Motor Type Induction (6 poles) Induction (6 poles)
é Input Power W 55.6 - 63.1 65-73
© Output Power w 30 30
Speed Hi rpm 800 - 830 835 - 845
Moisture Removal L/h (Pt/n) 1.6 (3.4) 2.0(4.2)

Cooling: 7.4 (263) - 7.4 (263)

Cooling: 7.9 (277) - 7.9 (277)

3 . 3 .
Lo m"/min (ft"/min) Heating: 8.3 (292) - 8.3 (292) Heating: 8.4 (297) - 8.4 (297)
3 a3 Cooling: 8.9 (313) - 8.9 (313) Cooling: 9.3 (329) - 9.3 (329)
Indoor Airflow Me m*/min (ft-/min) Heating: 9.2 (326) - 9.2 (326) Heating: 9.5 (335) - 9.5 (335)
Hi m%min (€/min) Cooling: 10.2 (360) - 10.2 (360) Cooling: 10.8 (381) - 10.8 (381)
Heating: 10.6 (374) - 10.6 (374) Heating: 11.0 (388) - 11.0 (388)
. 3, . a3, Cooling: 10.6 (374) - 10.6 (374) Cooling: 11.0 (388) - 11.0 (388)
SHi m’/min (ft"/min) Heating: 11.0 (389) - 11.0 (389) Heating: 11.2 (396) - 11.2 (396)
C/’\‘frtggv‘zr Hi m®/min (ft*/min) 29.5 (1040) - 30.0 (1060) 32.5 (1150) - 33.0 (1160)
Control Device Capillary Tube Capillary Tube
Refrigeration . - 3 - -
Cycle Refrigerant Oil cm Suniso 4GDID or ATMOS NM56M (350) Suniso 4GDID or ATMOS NM56M (350)
Refrigerant Type g (0z) R22, 670 (23.7) R22, 1010 (35.7)
Height(I/D / O/D)| mm (inch) 290 (11-7/16) / 510 (20-3/32) 290 (11-7/16) / 540 (21-9/32)
Dimension |Width (I/D/O/D)| mm (inch) 870 (34-9/32) / 650 (25-19/32) 870 (34-9/32) / 780 (30-23/32)
Depth (I/D/ O/D)| mm (inch) 204 (8-1/16) / 230 (9-1/16) 204 (8-1/16) / 289 (11-13/32)
Weight Net (I/D / O/D) kg (Ib) 9 (20) / 27 (60) 9 (20) /33 (73)
Pipe Diameter (Liquid / Gas)| mm (inch) 6.35 (1/4) /1 9.52 (3/8) 6.35(1/4) 1 12.7 (1/2)
Standard length m (ft) 7.5 (24.6) 7.5 (24.6)
2| Length range (min — max) m (ft) 3~10(9.8 ~32.8) 3~15(9.8 ~49.2)
Qo
o | I/D & O/D Height different m (ft) 5(16.4) 5(16.4)
Additional Gas Amount g/m (oz/ft) 20 (0.2) 20 (0.2)
Length for Additional Gas m (ft) 7.5 (24.6) 7.5 (24.6)
Inner Diameter mm 16 16
Drain Hose
Length mm 650 650
Fin Material Aluminium (Pre coated) Aluminium (Pre coated)
Indoor Heat Fin Type Slit Fin Slit Fin
Exchanger | Row x Stage x 2x10x 19 2x 15 x 21
FPI
Size (WxHXxL) mm 610 x 315x 25.4 610 x 315x 25.4
Fin Material Aluminium (Blue coated) Aluminium (Blue coated)
Outdoor Heat Fin Type Corrugated Fin Corrugated Fin
Exchanger | Row x Stage x 1x19x 17 2% 24 x 17
FPI
Size (W x HxL) mm 22.0 x 482.6 x 567.4 36.38 x 504 x 675.4:704.4
Material Polypropelene Polypropelene
Air Filter
Type One-touch One-touch
Power Supply Indoor Indoor
Power Supply Cord A 10 10
Thermostat - -
Protection Device 2 stage Overload Protector Overload Protector
DRY BULB WET BULB DRY BULB WET BULB
Maximum 32 23 32 23
Cooling
Indoor Minimum 16 11 16 11
Operation
R Maximum 30 - 30 -
ange Heating
Minimum 16 - 16 -




Cooli Maximum 43 26 43 26
ooling
Outdoor Minimum 16 11 16 11
Operation
Range Maximum 24 18 24 18
Heating
Minimum -5 -6 -5 -6

Cooling capacities are based on indoor temperature of 27°C Dry Bulb (80.6°F Dry Bulb), 19.0°C Wet Bulb (66.2°F Wet Bulb) and outdoor air
temperature of 35°C Dry Bulb (95°F Dry Bulb), 24°C Wet Bulb (75.2°F Wet Bulb)

Heating capacities are based on indoor temperature of 20°C Dry Bulb (68°F Dry Bulb) and outdoor air temperature of 7°C Dry Bulb (44.6°F
Dry Bulb), 6°C Wet Bulb (42.8°F Wet Bulb)

Specifications are subjected to change without prior notice for further improvement.




Model Indoor CS-A18KKD CS-A24KKD
ode
Outdoor CU-A18KKD CU-A24KKD
Performance Test Condition NEW JIS NEW JIS
Phase, Hz Single, 50 Single, 50
Power Supply
\Y 220 230 220 230
kW 5.30 5.30 7.03 7.03
Capacity
BTU/h 18100 18100 24000 24000
Running Current A 8.0 7.8 12.3 12.2
Input Power w 1.72k 1.76k 2.54k 2.58k
o WIW 3.08 3.01 2.77 2.72
< EER
_8 Btu/hwW 10.52 10.28 9.45 9.30
© Power Factor % 98 98 94 92
dB-A 43-43/38-38 47 -47 /41 - 41
Indoor Noise (H /L)
Power Level dB 59-59/- 63-63/-
dB-A 53-54/- 53-54/-
Outdoor Noise (H /L)
Power Level dB 68 - 68/ - 69-69/-
kW 5.65 5.70 7.80 7.80
Capacity
BTU/h 19300 19400 26600 26600
Running Current A 7.7 7.6 12.2
Input Power w 1.65k 1.71k 2.53k 2.56k
o WIW 3.42 3.33 3.08 3.05
< EER
‘g Btu/hW 11.70 11.35 10.51 10.39
- Power Factor % 97 98 94 91
dB-A 42 -42/38-38 46 -46/41-41
Indoor Noise (H /L)
Power Level dB 58 -58/- 62-62/-
dB-A 54 -55/- 54 -55/-
Outdoor Noise (H /L)
Power Level dB 70-71/- 70-71/-
Max Current (A) / Max Input Power (W) 10.2/2.20k 15.8 / 3.30k
Starting Current (A) 40 65
Type Rotary (1 cylinder) rolling piston type Rotary (1 cylinder) rolling piston type
Compressor Motor Type Induction (2 poles) Induction (2 poles)
Output Power W 1.5k 2.0k
Type Cross-Flow Fan Cross-Flow Fan
Material ASG30K1 ASG30K1
Motor Type DC Motor DC Motor
= Input Power W - -
L Output Power w 30 40
_§ Lo rom Cooling: 1040 - 1040 Cooling: 1150 - 1150
£ P Heating: 1100 - 1100 Heating: 1230 - 1230
Me rom Cooling: 1140 - 1140 Cooling: 1270 - 1270
Speed P Heating: 1140 - 1140 Heating: 1270 - 1270
Hi rom Cooling: 1240 - 1240 Cooling: 1390 - 1390
P Heating: 1310 - 1310 Heating: 1530 - 1530
SHi rpm Cooling: 1310 - 1310 -
Type Propeller Fan Propeller Fan
Material PP Resin PP Resin
E Motor Type Induction (6 poles) Induction (6 poles)
§ Input Power W 116 - 122 116 - 122
e
g Output Power W 80 80
Lo rpm 460 - 490 460 - 490
Speed
Hi rpm 815-830 815-830
Moisture Removal L/h (Pt/h) 2.9 (6.1) 4.0 (8.5)

8




Cooling: 13.8 (486) - 13.8 (486)

Cooling: 15.4 (543) - 15.4 (543)

3 (63mi (486)
Lo m"/min (ft"/min) Heating: 14.8 (523) - 14.8 (523) Heating: 16.6 (587) - 16.6 (587)
3 . a3 Cooling: 15.1 (532) - 15.1 (532) Cooling: 17.0 (600) - 17.0 (600)
oo Arow TR T, Hesba 193,642 93645 e 20083112 600
. 3 . ed ooling: 16. - 16. ooling: 18. -18.
Hi m”/min (ft"/min) Heating: 17.1 (604) - 17.1 (604) Heating: 20.0 (706) - 20.0 (706)
SHi m*/min (ft/min) 16.8 (593) - 16.8 (593) 19.8 (699) - 19.8 (699)
Outdoor Lo m*/min (ft/min) 28.6 (1010) - 30.5 (1080) 28.6 (1010) - 30.5 (1080)
Airflow Hi m*/min (ft/min) 50.7 (1790) - 51.7 (1830) 50.7 (1790) - 51.7 (1830)
Control Device Capillary Tube Capillary Tube
Refrigeration - : 3 . -
Cycle Refrigerant Oil cm Suniso 4GDID or ATMOS NM56M (700) Suniso 4GDID or ATMOS M60 (1130)
Refrigerant Type g (0z) R22, 1710 (60.4) R22, 2050 (72.4)
Height(I/D / O/D)| mm (inch) 290 (11-7/16) / 750 (29-17/32) 290 (11-7/16) / 750 (29-17/32)
Dimension |Width (I/D/O/D)| mm (inch) 1070 (42-5/32) / 875 (34-15/32) 1070 (42-5/32) / 875 (34-15/32)
Depth (I/D/O/D)| mm (inch) 235 (9-9/32) / 345 (13-19/32) 235 (9-9/32) / 345 (13-19/32)
Weight Net (/D / O/D) kg (Ib) 12 (26) /60 (132) 12 (26) /60 (132)
Pipe Diameter (Liquid / Gas)] mm (inch) 6.35 (1/4) 1 12.7 (1/2) 6.35(1/4)/ 15.8 (5/8)
Standard length m (ft) 5(16.4) 5(16.4)
2| Length range (min — max) m (ft) 3~25(9.8~82.0) 3~25(9.8~82.0)
o
o | I/D & O/D Height different m (ft) 20.0 (65.6) 20.0 (65.6)
Additional Gas Amount g/m (oz/ft) 20 (0.2) 30 (0.3)
Length for Additional Gas m (ft) 7.5 (24.6) 7.5 (24.6)
Inner Diameter mm 12 12
Drain Hose
Length mm 560 560
Fin Material Aluminium (Pre coated) Aluminium (Pre coated)
Indoor Heat Fin Type Slit Fin Slit Fin
Exchanger | Row x Stage x 2x 15 x 21 2x 15 x 21
FPI
Size (W xHxL) mm 810x315x25.4 810x315x25.4
Fin Material Aluminium (Blue coated) Aluminium (Blue coated)
Outdoor Heat Fin Type Corrugated Fin Corrugated Fin
Exchanger | Row x Stage x 2x28x 17 2x23x17
FPI
Size (W x Hx L) mm 44 x 711.2 x 782.4:816.9 44 x711.2 x 782.4:816.9
Material Polypropelene Polypropelene
Air Filter
Type One-touch One-touch
Power Supply Indoor Indoor
Power Supply Cord A 16 20
Thermostat - -
Protection Device Inner Protector Inner Protector
DRY BULB WET BULB DRY BULB WET BULB
Maximum 32 23 32 23
Cooling
Indoor Minimum 16 11 16 11
Operation
R Maximum 30 - 30 -
ange Heating
Minimum 16 - 16 -
Cooli Maximum 43 26 43 26
ooling
Outdoor Minimum 16 11 16 11
Operation
Range Maximum 24 18 24 18
Heating
Minimum -5 -6 -5 -6

temperature of 35°C Dry Bulb (95°F Dry Bulb), 24°C Wet Bulb (75.2°F Wet Bulb)

Dry Bulb), 6°C Wet Bulb (42.8°F Wet Bulb)

Specifications are subjected to change without prior notice for further improvement.

Cooling capacities are based on indoor temperature of 27°C Dry Bulb (80.6°F Dry Bulb), 19.0°C Wet Bulb (66.2°F Wet Bulb) and outdoor air

Heating capacities are based on indoor temperature of 20°C Dry Bulb (68°F Dry Bulb) and outdoor air temperature of 7°C Dry Bulb (44.6°F




Indoor CS-A28KKD
Model
Outdoor CU-A28KKD
Performance Test Condition NEW JIS
Phase, Hz Single, 50
Power Supply
\ 220 230
kw 8.00 8.00
Capacity BTU/h 27300 27300
kd/h 28800 28800
Running Current A 13.2 12.7
Input Power w 2.86k 2.88k
2 WIwW 2.80 2.78
o EER
8 Btu/hw 9.55 9.48
Power Factor % 98 99
dB-A 49/ 44
Indoor Noise (H /L)
Power Level dB 65/ -
dB-A 55/ -
Outdoor Noise (H /L)
Power Level dB 70/ -
kw 8.80 8.80
Capacity BTU/h 30000 30000
kd/h 31680 31680
Running Current A 13.1 12.6
Input Power w 2.84k 2.86k
2 W/W 3.10 3.08
® EER
£ Btu/hw 10.56 10.49
Power Factor % 99 99
dB-A 48 /44
Indoor Noise (H /L)
Power Level dB 64 /-
dB-A 55/ -
Outdoor Noise (H /L)
Power Level dB 71/-
Max Current (A) / Max Input Power (W) 16.4 / 3.45k
Starting Current (A) 40
Type Hermetic motor
Compressor Motor Type Induction (2 poles)
Output Power W 2.4k
Type Cross-Flow Fan
Material ASG30K1
Motor Type Transistor (8 poles)
= Input Power w 94.8 - 94.8
w Output Power W 40
[o]
o Cooling: 1250 - 1250
2 Lo rpm Heating: 1330 - 1330
Me rom Cooling: 1380 - 1380
Speed P Heating: 1380 - 1380
Hi rom Cooling: 1500 - 1500
P Heating: 1540 - 1540
SHi rpm Cooling: 1540 - 1540
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Type Propeller Fan
Material PP
é Motor Type Induction (8 poles)
S Input Power W 146.7 - 154.9
e
8 Output Power w 80
Speed Lo rpm 460 - 490
pee
Hi rpm 840 - 855
Moisture Removal L/h (Pt/h) 4.7 (9.9)
3 a3 Cooling: 16.5 (583) - 16.5 (583)
Lo m"/min (ft"/min) Heating: 17.6 (622) - 17.6 (622)
3, a3, Cooling: 18.2 (643) - 18.2 (643)
Indoor Airflow Me m"/min (ft"/min) Heating: 18.3 (645) - 18.3 (645)
. 3y i () Cooling: 19.8 (699) - 19.8 (699)
Hi m”/min (ft"/min) Heating: 20.4 (720) - 20.4 (720)
SHi m*/min (ft/min) 20.3 (718) - 20.3 (718)
Outdoor Lo m®/min (ft/min) 30.1(1060) - 32.0 (1130)
Airflow Hi m¥/min (ft/min) 52.5 (1850) - 53.5 (1890)
Control Device Capillary Tube
Refg%:t'on Refrigerant Oil cm? SUNISO 4GDID or ATMOS M60 (900)
Refrigerant Type g (0z) R22, 2130 (75.2)
Height(I/D / O/D)| mm (inch) 290 (11-7/16) / 750 (29-17/32)
Dimension |Width (I/D/O/D)| mm (inch) 1070 (42-5/32) / 875 (34-15/32)
Depth (I/D/O/D)| mm (inch) 235 (9-9/32) / 345 (13-19/32)
Weight Net (I/D / O/D) kg (Ib) 12 (26) / 66 (146)
Pipe Diameter (Liquid / Gas)] mm (inch) 6.35 (1/4) / 15.88 (5/8)
Standard length m (ft) 5.0 (16.4)
2| Length range (min — max) m (ft) 3~30(9.8~984)
Qo
o | I/D & O/D Height different m (ft) 20.0 (65.6)
Additional Gas Amount g/m (oz/ft) 30 (0.3)
Length for Additional Gas m (ft) 7.5 (24.6)
Inner Diameter mm 12
Drain Hose
Length mm 560
Fin Material Aluminium (Pre coated)
Indoor Heat Fin Type Slit Fin
Exchanger | Row éﬁ}age X 2% 15 x 21
Size (W xHxL) mm 810 x 315x 25.4
Fin Material Aluminium (Blue coated)
Outdoor Heat Fin Type Corrugated Fin
Exchanger | Row x Stage x 2% 28 x 17
FPI
Size (W xHxL) mm 44.0 x 711.2 x 802.4:836.9
Material Polypropelene
Air Filter yProp
Type One-touch
Power Supply Qutdoor
Power Supply Cord A 20
Thermostat -
Protection Device Inner Protector
DRY BULB WET BULB
Maximum 32 23
Cooling
Indoor Minimum 16 11
Operation
Maximum 30 -
Range Heating
Minimum 16 -

11




Cooli Maximum 43 26
ooling
Outdoor Minimum 16 11
Operation Vo ” 1
R aximum
ange Heating
Minimum -5 -6

Cooling capacities are based on indoor temperature of 27°C Dry Bulb (80.6°F Dry Bulb), 19.0°C Wet Bulb (66.2°F Wet Bulb) and outdoor air
temperature of 35°C Dry Bulb (95°F Dry Bulb), 24°C Wet Bulb (75.2°F Wet Bulb)

Heating capacities are based on indoor temperature of 20°C Dry Bulb (68°F Dry Bulb) and outdoor air temperature of 7°C Dry Bulb (44.6°F
Dry Bulb), 6°C Wet Bulb (42.8°F Wet Bulb)

Specifications are subjected to change without prior notice for further improvement.
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3. Features

e E-ion Air Purifying System with Patrol Sensor
0 Active e-ions are released to catch dust particles and bring them back the large positively charged filter.
0 Patrol Sensor color changes to indicate the dirt level in the air

e Long Installation Piping
0 CS/CU-A9KK, long piping up to 10 meters.
0 CS/CU-A12KK, long piping up to 15 meters.
0 CS/CU-A18KK, CS/CU-A24KK, long piping up to 25 meters.
0 CS/CU-A28KK, long piping up to 30 meters.

e Easy to use remote control

e Quality Improvement
0 Random auto restart after power failure for safety restart operation
Gas leakage protection
Prevent compressor reverse cycle
Inner protector to protect compressor
Noise prevention during soft dry operation
Blue coated condenser for high resistance to corrosion

O O0OO0OO0O0

e Operation Improvement
o0 Quiet mode to reduce the indoor unit operating sound
o0 Powerful mode to reach the desired room temperature quickly
0 24-hour timer setting

13



4. Location of Controls and Components

4.1 Indoor Unit

Aluminium Fin

Front panel

Auto OFF/ON button
+ Use when remote control is misplaced
or malfunction.

e-ion AIR PURIFYING SYSTEM

Receiver

®- Do not touch during operation

‘. S

Maximum - <\
distances: 8m INDICATOR
ECO Patrol PATROLSENSOR (Red/Orange/Blue)
Sensor
Vertical airflow = POWER (Green)
directi = TIMER (Orange)
Horizontal airflow irection louver e==quer  (Orange)

direction louver
AIKK, A12KK
+ Manually adjustable.

bd

A18KK, A24KK, A28KK
+ Do not adjust by hand.

4.2 Outdoor Unit

Air inlet (rear)

Air inlet (side)

Remote control
display

OFF/ON

ECO Patrol Patrol/
operation e-ion operation
Operation mode —_L‘E AN Tiﬁ,i Fan speed selection
Quiet/Powerful somtaru. TEMP amswing Vertical Airflow
operation direction adjustment
Temperature setting

e——— Timer setting

Clock setting

ASKK, A12KK

+ Do not adjust
by hand.

Air outlet

e powerruL  (Orange)
= g-ion (Blue)
e gcopatROL (Green) )

AR CONDITIONER

o£S0.  OFF/ON® PATROU
- [ ] ==
MODE FAN SPEED
(e AN )

<« TEMP =
r—

Airflow direction adjustment

QUIET AIR SWING “BOWERFUL

. C .

Panasonic

\_______/

A1BKK, AZ4KK, A28KK

14



5. Dimensions

5.1 Indoor Unit

511 CS-A9KKD

<Side View>
@ Air intake
direction

Left
piping
hole

A

Air outlet
direction

Liquid side

CS-A12KKD

<Top View=

<Front View=>

—_——

870 1-2

60 60

125

<Back View>

(41-61) 410

THA—s — =il

Gas side

Installation
plate

Indoor unit

external
dimension
line

-~

T I=
A L

I NN AN
o & |ENENEEEEERRC——NENENEEEEEN]

@/ O
— =] H=
|

15

290

<Side View>
204
| —
Right
piping
hole
N \ C'

Remote control

47 22

-t L

ozl

4

51

264.2

Unit : mm



5.1.2 CS-A18KKD CS-A24KKD CS-A28KKD

<Top View=>

J .
[ <
~
<Side View> =
@ Air intake 235
direction ~ <Front View>
e — e =
Left ° Right
piping B4 piping
hole hole
) = ¢
Q) H =
J_ —L
Air outlet 1-2 1070 12
direction
Remote control
47 22
- 3
\ - - J
125 60 60 (L i
I\
<Back View=> !
| -
1 Tt TTrrrt IRLRRRARRAL -
1B
' I | I
= e
[ ]
410 (41~61)
Relative position between the indoor unit and theinstallation plate <FrontView=
" 748 _ 13.5
Installation T
plate ~ o, Ve T
\ ik
S [ S o
Indoor unit piping 3
external hole N
dimension N
line 1N
S
' Y <
128 Unit : mm
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5.2 Outdoor Unit

5.2.1 CU-A9KKD

<Top View=

Space necessary for
installation

222

. | 10cm

100 cm

7277777777777,

Anchor Belt Pitch
261 x 474

NG

7

<Side View=>

(00n000oo00000r
HDDJUUJ

Unit; mm

5.2.2 CU-A12KKD

Space necessary for
installation

— A\

244

l
1
|
261
293

<Front View= 736

(High Pressure)

3-way valve at Gas side
({Low Pressure)

12

2-way valve at Liquid side

<Bide View>
230

I
|
|

<Top View>

780

510

(18)

2
-

I

(10 cm

100 cm

\i\\Q

Anchor Bolt Pitch
320 x 570

A
@
o
@
)| S

13

000000000000
000000000000
(00000000000

(104.7) 570

104.9

2

!

84.8

w
w

) B 2-wa-y valve at Liquid side

(High Pressure)

3-way valve at Gas side

(Low Pressure)

1.5 289

<Side View>
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5.2.3 CU-A18KKD CU-A24KKD CS-A28KKD

<Top View>
Space necessary for
installation 244 875 68 .
131.2 612.5 L 131.2 57.3 g
, : e
l | ¢
[ )| [
1
Anchor Bolt Pitch [ ]
% <N
383 x 612.5 &u‘u — @:’
<Side View>
<Side View> <Front View> 19.5 345
—
a r 8
_— 4 =
3 °
[
e —
g T

3-way valve at Gas side
(Low Pressure)

2-way valve at Liquid side

(High Pressure)
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6. Refrigeration Cycle Diagram

6.1

CS-A9KKD CU-A9KKD CS-A12KKD CU-A12KKD

INDOOR

LIQUID
SIDE

INTAKE
AIR
TEMP. L]
SENSOR
L1l ]
HEAT EXCHANGER
(EVAPORATOR)

PIPE
TEMP.

M SENSOR

>

<]

2-WAY
VALVE

GAS
SIDE

>

OUTDOOR

| STRAINER CHECK VALVE

CAPILLARY TUBE (C1)

-

f— -

CAPILLARY TUBE (C3) CAPILLARY

TUBE (C2)

HEAT EXCHANGER
(CONDENSER)

— Cooling
-—--= Heating

<]

3-WAY
VALVE

19

4 WAY VALVE
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6.2

CS-A18KKD CU-A18KKD CS-A24KKD CU-A24KKD
CS-A28KKD CU-A28KKD

INDOOR

LIQUID
SIDE

—————
-

INTAKE

AlR
TEMP.
SENSOR

L 1]

HEAT EXCHANGER
(EVAPORATOR)

—————
-—

PIPE
TEMP.

y SENSOR

GAS
SIDE

Pl

3-WAY
VALVE

— COOLING
-——»= HEATING

20

OUTDOOR

CHECK VALVE CAPILLARY TUBE (C1)

INTAKE
AR
TEMP
CAPILLARY » SENSOR
TUBE (C3) CAPILLARY
TUBE (C2) M
PIPE
TEMP.
SENSOR
HEAT EXCHANGER ——
(CONDENSER)

T |
|
‘\ - \J
()

4-WAY VALVE

COMPRESSOR




7. Block Diagram

7.1 CS-A9KKD CU-A9KKD

dNOD

S

HOLOW M
Nv i
t L7
T
m | m
IAVA m W
SAVM- L
W4-2 - Z 0O y
e B | w & Nsmmzm
I ]
(@]
nuwr::ﬂwl::“ LOSYD %
¥} AV13Y
el D@ l [
- rj LOHAY
iy W —
4 o +—| zoeuss | L0e3sN4
LOELD FZ‘
Z0SuNZ dMd-Ad
L] C_O
| yun Jooping | [ 3unioopu; |

A1lddNnsS
d3IMOd
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7.2 CS-A12KKD CU-A12KKD

dINOD

NVv4d

HOLO! M

ANTVA
SAYM- ¥

W4-O _

Ky

Ky

1.)

SECONDARY

CIRCUIT

ﬂ
\ LOSUNZ
-}

L0ELD

nﬁ | COCHSS |

C0EUNZ

dMd-Ad

Loe3snd

S

[}

yun soopinQ |

| 3unsoopu; |

Ox

AlddNsS
43IMOd
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7.3 CS-A18KKD CU-A18KKD CS-A24KKD CU-A24KKD

M . Jsn4d &u
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3 D :: % = 1_\ ST
Nz o7 7 n.nM S \um _h_u
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7.4 CS-A28KKD CU-A28KKD

E0HNZ

440-A"
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Z0HNZ
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TH-AH
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8. Wiring Connection Diagram

8.1 CS-A9KKD CU-A9KKD

POWER SUPPLY P Tttt T, gL e
| Fusesol | T
= | T3.15A L250V i I 1 [T 2wl B oL |
| = I poswot | '49‘”WH?—+1§E' i
I l U l il z*[Ofw 10| 2 2 ws=
TERMINAL | RY- lﬂ 'O —w—? o :: EE GNDﬁ@EEQ 8 |
gg:ﬂ%EETE TR T T . ww 0 e 51l Hol19z ' Lo
T\ s i | @ 3Hvs) &I WIRE HOLDER |
R w 2 0] @ =——— u— — — —t— —— —
e el [ O
T W] RS oI5 5 ' STEPPING MOTOR
AC303 o—i—© 1 5_BR o
2 W (WHT) 1|e ojte g R 9
£ ] | CN-DATA1 | 5
3 AC304 I—E'_‘ | 2 lo— o
1 [R | (RED) i”"“’* ] Bslo P 5
-~ | I
- | [ ELECTRONIC
o AC305
287 I B J_ (BLU) Uu__ | | CONTROLLER !
A ' £ i - i I 4 L SENSOR (PIPE TEMP.)
w e — O
Eu2 | ! i SENSOR
w3 3 i | CN-TH [of
Fod | RED O:t] COMPLETE
cot i ! L1 = P'SENSOR (AIR TEMP.)
= o) :
YIG | ﬁ L ! ol w b -
Fo———o——— | | 08 ! [ REMOTE CONTROLLER COMPLETE
| GROUNDING —f, bY—m-—eg—e—— 3 [ | g8 17 TS T
TERMINAL H ' S | T ON-RCV 1
7 COMPLETE ==, ! ol & [ ELECTRONIC |
| e ——0———| cnpeEm | o | 3 CONTROLLER |
iEVAPORATog_WG Y&s [ o i P® i 1 CN-SENST (YLW)!
e 0 C-FM | ELECTRONIC
I = ! 6 [or I
| T L Otw */3 CONTROLLER _|
! 1 of — ———
| vio L ELECTRONIC CONTROLLER_: | CN-RCV |5 m Sk 3 CN-SENs2 |
l—— - 1@ W CN-MSENS
| % : 7 B sl
B o . O | L4 _ _ _CONTROLLER!
L1213 T4]@ fnuoror } [ — fm—————- —
| GR Remarks i ! ! |
AT o i
: rel_W
BL/B W W ! * w1 eN-DISP !
V-COIL COMPLETE G GREEN | o IS |
BLE COMPRESSOR R RED o W15 l
B o] ORANGE I 4 IS |
o B fr | RN | o W15 EIEJECT%ONIC i
- YIG : YELLOW/GREEN | oNOISP (o] W 13| (DISPLAY LED) |
2 ELECTROLYTIC CAPACITOR M i Yow) |0 i
BL BL I o3 i
= 5 YELLOW (Y) 1 :Tg |
Sw
MAGNETIC RELAY ! o ol 0SS I
BL ; BR | o rl— 14 Osgnsor |
. |
tm“ L FM | 8 BLUE()  RED(R) | T |
- |— g COMP. TERMINAL i | ! i
R i 3 CAPACITOR r-— P
Resistance of Indoor Fan Motor Windings Resistance of Compressor Windings
MODEL CS-A9KKD MODEL CU-A9KKD
CONNECTION CWA921409 CONNECTION 2PS156D3DA02
BLUE-YELLOW 457.2Q C-R 4.228Q
YELLOW-RED 420.5Q C-S 3.841Q

Note: Resistance at 20°C of ambient temperature.

Resistance of Outdoor

Fan Motor Windings

MODEL CU-A9KKD
CONNECTION CWAQ51674
BLUE-YELLOW 396Q
YELLOW-RED 2950

Note: Resistance at 25°C of ambient temperature.
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8.2 CS-A12KKD CU-A12KKD

POWER SUPPLY QT T T Tt AJTO SW R
| Fuseso1 | I 2 -
= | T3.15AL250V i i | r - N O =
I — I 95 HVE) 1 é—'
| l u . W I 4 % o % %
TERMINAL [RY- l{ —yw—19? £e GNDﬁ@EEp a3
BOARD o IPWR T W19 2 o5 | [T
S —w 9 o1/ @iag L ——————
COMPLETE ] ,E . WS E @ S Hvie) W WIRE HOLDER
. S w e — ===
1 _J s v oW 155 STEPPING MOTOR
(- L o)
2 [ wl{WHT} lo——icf 10 R ©
3 T acaos | CN-DATAT . 0
= R | (RED) A Sslo—2 3
: T ag | :—_ELECTRONIC T
I — |
282 [fl o 5o [T | | CONTROLLER |
ST | f = {z] —1 i | | SENSOR (PIPE TEMP.)
583 I I l ot SENSOR
s . 1 1 N-TH O
FRa | F: : ! | ! RED) (9 COMPLETE
co | i 1 1
2 - "~ SENSOR (AIR TEMP.)
[fwe | [ —-— nall B < e
Fo———o———| T | o[§ ! [ REMOTE CONTROLLER COMPLETE |
| GROUNDING | | o2 7T ST T
TERMINAL I| B | T CN-RCV 1
7 compLETE == ! ol & ! ELECTRONIC |
| e ———o———| cnpem | o ! 3 CONTROLLER |
iEVAPORATogij vl o i I 8 | W '_E_[‘gﬁﬁik_ﬁéf“_”]
- —i i 3 CONTROLLER
| : o oG [[8ls controLLER _|
| 1 | I ——
| ELECTRONIC CONTROLLER | ! CN-RCV |slw 577 3 CN-SENS2 |
L (o o - e —— I 1m w CN-MSENS |
—— N-MSEN:
' g, 7 B el
ol 3 I Qs _conmrouer!
(1[2]3]4][@] FAN MOTOR T 3 L-—-—-] f-—————- —_
GR Remarks [ I | |
| T " |
I BUB () BL : BLACK | 15[g Wi |
< ¢ BE Hifoes
. V-COIL COMPLETE [BLB B ! &b | w19 i
® 9 ORANGE ! *-w 19 eecronG |
g[?/:l COMPRESSOR GR . GRAY | WIS CONTROLLER |
F B YIG : YELLOW/GREEN | CN-DISP |al W DISPLAY LED) |
ELECTROLYTIC CAPACITOR v YELLOW | (YLW) o ¢ )
2 oL B B V. VIOLET i ¢ W 8 !
GR B YELLOW (Y) W
H m| |m | :‘ w12 |
MAGNETIC RELAY | . o GAS I
MAGNETIC RELAY i ® wela Ogensor |
BL b BR ;| ¥ | 11 | |
?L-_n__eE o T FM CAPACITORA g, g (g) RED(R) | [ ' |
R r — AN CAPACITOR B COMP. TERMINAL | | |
R S Alg MOTOR L b !
Resistance of Indoor Fan Motor Windings Resistance of Compressor Windings
MODEL CS-A12KKD MODEL CU-A12KKD
CONNECTION CWA921415 CONNECTION 2PS206D2BA02
BLUE-YELLOW 196Q C-R 3.207Q
YELLOW-RED 303Q C-S 3.256Q

Note: Resistance at 20°C of ambient temperature.

Resistance of Outdoor

Fan Motor Windings

MODEL CU-A12KKD
CONNECTION CWA951121J
BLUE-YELLOW 200.4Q
YELLOW-RED 252.50

Note: Resistance at 25°C of ambient temperature.
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8.3 CS-A18KKD CU-A18KKD CS-A24KKD CU-A24KKD

AUTO SW
POWER SUPPLY FUSE301 "
I T3.15A L250V =
cll— Ry. A NTC o HVO) £y
PWR U l A tofe—W z 4ol Z 3 He
B oW 5 3 22 enp zZo
TERMINAL 1 w13 Q lolwls| Ex wo
BOARD B T NTC ol W Doz B9z
COMPLETE . e w 9l @8 WIRE HOLDER
1 H o W 155
G| G301 Pl o STEPPING MOTOR
2 I — 11—+ 1|o—2—ol10 3 1[0 R I
—] CN-DATAT EZ(2 o} <
2 AC303 ¥ zil (YLW) 22 Y 9 A
4 W | (WHT) = © 500 1ol
o 3 1
b AC304 s
"'%ﬁl ' R| RED) T | STEPPING MOTOR
Zuo| L = '—% [
£33 acaos | L | =8 0 o M.
Il BLBL) |T — 2 lo = o
LT Q5|0 25
: 1l §%= ELECTRONIC
T - CONTROLLER
arh SENSOR (PIPE TEMP.)
O]
{3 CN-TH |6 SENSOR
. RED) (9 COMPLETE
8 ! . SENSOR (AIR TEMP.)
a
o2 [ REMOTE CONTROLLER COMPLETE |
ol =
ol 2 1 CN-RCV
ol © ELECTRONIC
ELECTRONIC CONTROLLER Ol g 3 CONTROLLER
o Wrg11 CN-SENST (YLW)
¥ LW ELECTRONIC
& Otw 3 CONTROLLER
o
CD @ § CN-RCV 3] W17 3 onsens
- = o P _ COIL E ’ g W g CN-MSENS
2 5 B §  g[ew®we g S
- —%coup? Aci Phoni YoEcE T (o
ELECTRONIC | (VLT) | (WHT) | (RED) (GRY) {BLK)
CONTROLLER s " 5 Hsmairtis
wl ] £ B : BLUE
o8y E[] []; CAPACITOR BR : BROWN GAS SENSOR O
@}‘ S L2 BL : BLACK w
I 1] [° = l o W welTE 18
- 82 G . GREEN Uy, o
= 2m R RED o -
& Ge 0 ORANGE Of 19
g, ET Ig 2 [lof— GR ' GRAY T wig
| 225 Z2 z o Y/G : YELLOW/GREEN CN-DISP |5 Wigl cn-DISP
e}» o I 5 |0 Y | YELLOW o Wig
s BV & S [«or—= V. VIOLET wi® ('tw)
l Toz "‘" el g W g
| _ _ — i 3m YELLOW (Y) ELECTRONIC W g
CTRRCT 2w CONTROLLER [JW e
©  |@ER) °s (DISPLAY LED) [of—i—e
1 lowle
BLUE (B) RED (R) 15
COMP. TERMINAL
FAN MOTOR
CAPACITOR
Resistance of Outdoor Fan Motor Windings Resistance of Compressor Windings
MODEL CU-A18KKD CU-A24KKD MODEL CU-A18KKD CU-A24KKD
CONNECTION CWA951385J CWA951385J CONNECTION 2JS318D3AA04 2JS438D3JA02
BLUE-YELLOW 93Q 930 C-R 1.618Q 0.830Q
YELLOW-ORANGE 124Q 124Q C-S 3.718Q 2.257Q
YELLOW-RED 98Q 98Q Note: Resistance at 20°C of ambient temperature.

Note: Resistance at 20°C of ambient temperature.
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8.4 CS-A28KKD CU-A28KKD

AUT
TO POWER SUPPLY UEo W
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1L
R Rl T | STEPPING MOTOR
1 B8R i
L L ~ 1[0 R o[1
S— = |© O
THERMAL acaos | L] = 5 S w,
FUSE 102°C BLBLWY [T — Zz (9 5 o
{250V 3A) ” — Os5(o ols
GROUNDING [ 1 E5= ELECTRONIC
L, TERMINAL T - CONTROLLER
COMPLETE | SENSOR (PIPE TEMP.)
<@ 1 4[0]
— CN-TH |o— SENSOR
= 1 (RED) [O &= COMPLETE
EVAPORATOR 0] 15T SENSOR (AIR TEMP
ol w ( )
o e
o2 [ REMOTE CONTROLLER COMPLETE
=
o 2 1T CN-RCV
vie ELECTRONIC 9° ELECTRONIC
CONTROLLER 8 3 CONTROLLER
|1|2|3|4|5| T CN-SENST (YLW)
8] ! ¥ L w ELECTRONIC
6 Cw 3 CONTROLLER
e 4
CD Eg % CN-RCV |3] & o153 CN-SENs2
= [ = [=] (E?n E 1 g W O CN-MSENS
- o TRONK
o 4_] E £ (B & @ §§ g Oly CONTROLLER
- e S e R e =3 @
B ELECTRONIC %\?Lh"l‘"; m'?&n H?OEHJ %E&}E 18{}2 @é @ -
—I CONTROLLER g w - § w 8 Remarks
& w & B : BLUE
916 0801 e4s §[:| g []é CAPACITORA BR : BROWN GAS SENSOR O
| N T W
}' 7, ZNRO4 | w G GREEN ey |e
b4 S 5=22 R RED oW le
2i%= o ORANGE oW e
MAGNETIC %Egn— P PINK of W o
RELAY A £ [«o] 8GR  GRAY S Wle
z |0 Y/G : YELLOW/GREEN CN-DISP [ W Ig| cN-DISP
B z o — Y . YELLOW ol Wle| (vLw)
SO zL V. VIOLET ol W lg
. ge YELLOW (v) ELECTRONIC |9 W [g
wg CONTROLLER |g| W [g
(DISPLAY LED) g_vwr:
1 oo
BLUE (B) RED (R) 18
COMP. TERMINAL
FAN MOTOR
CAPACITOR B
Resistance of Outdoor Fan Motor Windings Resistance of Compressor Windings
MODEL CU-A28KKD MODEL CU-A28KKD
CONNECTION CWA951294J CONNECTION 2JD514E3AA03
BLUE-YELLOW 102Q C-R 1.022Q
YELLOW-ORANGE 81Q C-S 2.142Q
YELLOW-RED 108Q Note: Resistance at 20°C of ambient temperature.

Note: Resistance at 25°C of ambient temperature.
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10.

10.1
10.1.1

Printed Circuit Board
Indoor Unit

Main Printed Circuit Board
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Power Printed Circuit Board

10.1.2

CS-A9KKD CS-A12KKD

10.1.2.1
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10.1.3 Indicator Printed Circuit Board
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10.1.4 Receiver Printed Circuit Board
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10.1.5 High Voltage Power Supply Printed Circuit Board

10.1.6 Comparator Printed Circuit Board
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10.1.7 Eco Patrol Printed Circuit Board

AT45781

CN-SENS1
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11.1.3 Indoor/Outdoor Unit Installation

11. Installation Instruction Diagram
11.1 Select the Best Location enstpeneceupohyooa | | P sreckn e |[ononnmraae oo
- v SOl |
r Right
11.1.1  Indoor Unit S I | P
. - . . . T Hear | an patiem
¢ Do not install the unit in excessive oil fume area E— h
. z - ] 1% Inst il rt:
such as kitchen, workshop and etc. e N T 23 N
e There should not be any heat source or steam ' %
near the unit. ¢
e There should not be any obstacles blocking the air = plate I
circulation ] susing Seove 2
. . . . . . :: Sleeve ()
e A place where air circulation in the room is good. K puty 050
e A place where drainage can be easily done. (Gum Type Sealer)
e A place where noise prevention is taken into Bond tho pipe #¢
) ) osely on the wall as
ossible, eeraful
ConSIde_ratlon - . {Lal and right are idgentical) fhar i ;-:';‘:utih:rem.
¢ Do not install the unit near the door way. ,( S S
. . i n
o Ensure the spaces indicated by arrows from the e ——— ot a0 e (6
HH king for an . + after costyi
wall, ceiling, fen_ce or other ob_stacles._ _ e oo ond R Acolr sher owrying
e Recommended installation height for indoor unit \ " o Sty Ul e
Sha” be at |eaSt 25 m. fo_ﬁaching tha ramole conlrol holder 1o the wall) h 1 ;ﬁ;o;}au:h:::;i::l‘:s
Remote controt holder l':siing serews 43 : the heal exchanger.
11.1.2  Outdoor Unit =z (NN -
i ": LJ.,> - ’% :/ Saddie (%)
e If an awning is built over the unit to prevent direct . R,,,m‘.,,m.,u.,,‘,’.;_.: @;
sunlight or rain, be careful that heat radiation from A ! | Power supply cord ()
: — S 2 Onty for outdoot
the condenser is not obstructed. 729, (SN g Tpomersupoy mode
) . . " gy oy {1 —(aane)
 There should not be any animal or plant which o a2 ] pa———
could be affected by hot air discharged. P tatar vprason Liquid side piping (%)
& multiple-ouldos
. . i -Gl T
e Keep the spaces indicated by arrows from wall, losialiton, please Gas side piping (%)
ceiling, fence or other obstacles. e Addtional drain hose
e Do not place any obstacles which may cause a * e Mustation s tor .
short circuit of the discharged air. e o il actuzlly face
e If piping length is over the [piping length for
additional gas], additional refrigerant should be
added as shown in the table.
L Min. | Max. ipi
Horse | Pipingsize | Std. | Max, piplil:“; pi:i:g Additional fa'ﬁgt%
Model | power ——Length | Elevation (| ength | Length |Refrigerant |or agq.
(HP) | Gas | Liquid | (m) (m) m | (m) (@m)  |gas (m)
Age 10~ | 3/8" 5 3 10 20 75
— 75
At2e [ 1.5HP o 5 3 15 20 75
A18™* | 2.0~ 14 20 3 | 25 20 75
A4+ | 25HP - 5 20 3 | 25 30 75
A28 | 3.0HP 20 3 | 25 30 75

Example: For A7***

If the unit is installed at 10 m distance, the quantity of
additional refrigerant should be 50 g....(10-7.5) m x 20
g/m=50g.
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11.2 Indoor Unit

11.2.1 How to Fix Installation Plate
The mounting wall is strong and solid enough to prevent if from the vibration.

Wall Wall i
P More than @ | e 3 Mare than @
More Indoor unit
|
=2 o o)
a9
"o
5
¥ o
1 Installation +_234.5 mm
Measuring 2
Tape | plate[T] o
1oRme Jizemm
Model Dimension
ode
AG** A12** 485mm | 82mm | 165mm | 158 mm 43 mm 95 mm
A18**, A24***, A28** | 585mm | 82mm | 165mm | 158 mm | 169mm | 219 mm

The centre of installation plate should be at more than © at right and left of the wall.
The distance from installation plate edge to ceiling should more than @.

From installation plate left edge to unit’s left side is ®.

From installation plate right edge to unit’s right side is @.

: For left side piping, piping connection for liquid should be about ® from this line.
: For left side piping, piping connection for gas should be about ® from this line.

1 Mount the installation plate on the wall with 5 screws or more (at least 5 screws).
(If mounting the unit on the concrete wall, consider using anchor bolts.)
o0 Always mount the installation plate horizontally by aligning the marking-off line with the thread and using
a level gauge.
2 Drill the piping plate hole with a70mm hole-core drill.
0 Putting measuring tape at position as shown in the diagram above.
The hole centre is obtained by measuring the distance namely 128 mm for left and right hole
respectively. Another method is intersection point of arrow mark extension.
The meeting point of the extension arrow mark is the hole center position.
o Drill the piping hole at either the right or the left and the hole should be slightly slanting to the outdoor
side. (refer to step 3)

. . Wall
11.2.2 To Drill a Hole in the Wall and
Install a Sleeve of Piping
1 Insert the piping sleeve to the hole.
2 Fix the busing to the sleeve. 13 mm
3 Cut the sleeve until it extrudes about 15mm
from the wall Steeve for 3
' tube ass'y
&
& Caution ™S ~ . Approx. 5 -7 mm
When the wall is hollow, please be sure to use the sleeve for tube !
ass’y to prevent dangers caused by mice biting the connecting
cable.
Bushing for tube ass'y

4  Finish by sealing the sleeve with putty or
. § 870 through hole
caulking compound at the final stage. Putty or caulking compound
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11.2.3 Indoor Unit Installation

A Caution

Do not turn over the unit without it 's shock
absorber during pull out the piping. It may
cause intake grille damage

L Intake grille

[ERN

1.2.3.1
SICIEYl Pull out the Indoor piping |

ﬁ Install the Indoor Unit |

Secure the Indoor Unit |

+ If indoor power supply, excess length of power supply must
arrange accordingly, please refer “Power supply cord
arrangement” before secure the indoor unit.

Insert the connecting cable |

For the right rear piping

&

Step-4

[ERN

1.2.3.2 For the right and right bottom
piping

Pull out the Indoor piping ‘

Step-1

Install the Indoor Unit |

Insert the connecting cable ‘

ﬁ Secure the Indoor Unit |
.

+ If indoor power supply, excess length of power supply must
arrange accordingly, please refer "Power supply cord
arrangement” before secure the indoor unit.

inyd

11.2.3.3

Step-1

For the embedded piping

Replace the drain hose ]

s
Bend the embedded piping |
-

* Use a spring bender or equivalent to bend the piping so that
the piping is not crushed.

Pull the connecting cable into Indoor Unit |

P Theinside and outside connecting cable can be connected
without removing the front grille.

Cut and flare the embedded piping |

'_ * When determining the dimensions of the piping, slide the unit
all the way to the left on the installation plate.
+ Refer to the section “Culting and flaring the piping”.

1

Rl Install the Indoor Unit |

¢
&

-8l Connect the piping |

* Please refer to “Connecling the piping” column in outdoor unit
section. (Below steps are done after connecting the outdoor
piping and gas-leakage confirmation.)

Sl Insulate and finish the piping |

P Please refer to “Piping and finishing” column of outdoor section
and “Insulation of piping connection” column as mentioned
in indoor/outdoor unit installation.

Secure the Indoor Unit |

l «l«
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Use shock absorber during pull out
the piping to protect the intake grille
from damage.

Piping

4¢——————————— Shock absorber ———

Right Rear piping
Tape it with

piping in a position
as mentioned in
Fig. below,

Cover

Drain Cover for for the
hose the right o for the 2 left
PG pottom piping Piping
How to keep the cover
In case of the cover is cut, keep the
cover at the rear of chassis as shown
in the illustration for future reinstallation.
(Left, right and 2 bottom covers for
piping.)
( Right and Right Bottom piping)
Tape it with piping in
a position as __‘___,——_,7-_7'__7:-_-.7'7'7___-
mentioned in Fig. W.
JE______.——-.
- Cover for
Cover for Cover forthe e jeft piping
Drain hose the right battom piping
piping
B . Hooks at
Install the indoor unit instalation
Hook the indoor unit onto the upper portion of plate
installation plate. (Engage the indoor unit with Sleeve for
the upper edge of the installation plate). piping hole
Ensure the hooks are properly seated on the o Piping
installation plate by moving it in left and right.
Indoor unit Dirain hose

("secure the Indoor Unit )

1. Power supply cord arrangement
Excess length of power supply cord should be arranged behind the chassis
at piping keeping area as shown in the diagram without tying up in a bundle.
Ensure that the power supply cord is not clamped in between unit's hook
(2 position) and installation plate.
Ensure that the power supply cord is not stretched between chassis back and
installation plate. It may create squeak sound.

/N WARNING

Do not tie up power supply cord into a bundle by
band. It may generate heat and cause fire.

Power supply cord
2. Press the lower left and right side of the unit against the
installation plate until hooks engages with their slot
(sound click).
®%

('Insert the connecting cable )

Unit's Installation
) hook plate
Connecting
A Gas side
piping
Liquid side

piping
Drain hose

marking
{To take out the unit, push the marking at the bottom unit, and pull il]

slightly towards you to disengage the hooks from the unit.

(fhis can be used for left rear piping and bottom
piping also.



(Heplace the drain hose)

Rear view for left piping installation

Drain hose

Drain hose — Connecting

,a« cable

Adjust the piping slightly downwards.

Drain cap

Drain hose

L— Sleeve for piping hole

* How to pull the piping and drain hose out, in case of the embedded piping.

Apply putty or we®
caulking material R
to seal the wall A0

Connecting
cable

Piping

opening.

Drain hose
from main unit

17

o net
N\o(e
‘M

PVC tube (VP-65) for piping
. <l and connecting cable
drain hose (VP-20) _ PVC tube for drain hose (VP-30)

PVC tube for
PVC tube Cable
for drain g
hose bt «~— Piping

. Indoor unit

| 72.mm

¢ |n case of left piping how to insert the
connecting cable and drain hose.

Piping

(For the right piping, follow the same procedure)

11.2.4 Connect the Cable to the Indoor Unit

1 The inside and outside connecting cable can
be connected without removing the front grille.

2 a)INDOOR POWER SUPPLY MODEL (1.0 ~
2.5HP)
Connecting cable between indoor unit and
outdoor unit shall be approved
polychloroprene sheathed 5 x 1.5mm?
(1.0~1.5HP) or 5 x 2.5mm? (2.0~2.5HP)
flexible cord, type designation 245 IEC 57 or
heavier cord.

Terminal
Board

Earth Wire
ionger than
othars AC
wires for
safely
r2ason

l Terminals on the indoor unit

314

Colour of wires

ERER
F

I Terminals on the cutdoor unit | 1:- I 2 I

3‘|4

e Secure the connecting cable onto the control

board with the holder.

© This equipment must be properly earthed.

40
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b) OUTDOOR POWER SUPPLY MODEL (3.0HP) A
Connecting cable between indoor unit and { -4 Roard
outdoor unit shall be approved polychloroprene ;

i
sheathed 6 x 1.5mm? (3.0HP) flexible cord, type " ]=2]3]4]5 Fanh Wite
designation 245 IEC 57 or heavier cord. Hele N jonger

LS j { [@@) than
- - - \ - others AC
; Terminals on the indoor unit wiras for
Colour of wires safety
I Terminals on the outdoor unit C%@D reasat

e Secure the connecting cable onto the control Indoor and
. outdoor
board with the holder. cable
connection

© This equipment must be properly earthed.

e Ensure the colour of wires of outdoor unit and the terminal Nos. are the same to the indoor’s respectively.
o Earth wire shall be Yellow/Green (Y/G) in colour and longer than the other AC wires for safety reason.

11.2.5 Wire Stripping And Connecting Requirement

p ™

Wire stripping Indoor/outdoor Conductor Conductor Conductor not
connecting fully inserted over inserted fully inserted
terminal board

101 mm

5mm /
or more
No loose strand when inserted (gap between | ACCEPT | |PROHIBITED| |PROHIBITED

L wires) )

11.25.1 Cutting and flaring the piping

1 Please cut using pipe cutter and then remove the burrs.

2 Remove the burrs by using reamer. If burrs are not removed, gas leakage may be caused. Turn the piping
end down to avoid the metal powder entering the pipe.

3 Please make flare after inserting the flare nut onto the copper pipes.

Pipe Handle

Reamer
Clamp handle i Red arrow mark

1. To cut 2. To remove burrs 3. Toflare

0-0.5mm B Improper flaring B
& When properly flared, the internal surface of the
‘ W j- r w,,“ 'ﬁ ﬁ' flare will evenly shine and be of even thickness.
Since the flare part comes into contact with the
Copper Inclined Surface Cracked, Uneven - gonnections, carefully check the flare finish.
pipe damaged thickness
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11.3 Outdoor Unit

11.3.1 Install the Outdoor Unit

o After selecting the best location, start installation according to Indoor/Outdoor Unit Installation Diagram.
1 Fix the unit on concrete or rigid frame firmly and horizontally by bolt nut (g10mm).
2 When installing at roof, please consider strong wind and earthquake.
Please fasten the installation stand firmly with bolt or nails.

A B Model A B C D
>1< > O A9*** 474 mm 87 mm |18.5 mm| 261 mm
wllw wllw y A12** 570 mm | 105 mm |18.5 mm| 320 mm
Y hif 3 A18*** A24*** A28***| 612.5 mm | 131 mm | 19 mm | 383 mm
) A

il

11.3.2 Connecting the Piping

11.3.2.1 Connecting the piping to indoor
Please make flare after inserting flare nut (locate at joint portion, of tube assembly) onto the copper pipe. (In case of
using long piping)

Connect the piping
e Align the center of piping and sufficiently tighten the flare nut with fingers.
e Further tighten the flare nut with torque wrench in specified torque as stated in the table.

11.3.2.2 Connecting the piping to outdoor

Decide piping length and then cut by using pipe cutter. Remove burrs from cut edge.
Make flare after inserting the flare nut (locate at valve) onto the copper pipe.
Align center of piping to valves and then tighten with torque wrench to the specified torque as stated in the table.

P A\ caution
Do not overtighten, overtightening may cause gas leakage.
Piping size Torque

1/4” (6.35 mm) [18 Nem (1.8 kgf.m)]
Spwnef A 3/8” (9.52 mm) [42 Nm (4.3 kgf.m)]
or Wrenc 1/2” (12.7 mm) [55 N°m (5.6 kgf.m)]
5/8” (15.88 mm) [65 N°m (6.6 kgf.m)]

Torque 3/4” (19.05 mm) [100 N°m (10.2 kgf.m)]

wrench
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11.3.3 Evacuation of the Equipment

WHEN INSTALLING AN
AIR CONDITIONER, BE Indoor unit
SURE TO EVACUATE
THE AIR INSIDE THE
INDOOR UNIT AND
PIPES in the following
procedure.

Liquid side

~
Two-way valve Outdoor unit

Vacuum
pump

1 Connect a charging hose with a push pin to the Low side of a charging set and the service port of the 3-way
valve.
0 Be sure to connect the end of the charging hose with the push pin to the service port.

2 Connect the center hose of the charging set to a vacuum pump.

3 Turn on the power switch of the vacuum pump and make sure that the needle in the gauge moves from 0
cmHg (0 MPa) to -76 cmHg (-0.1 MPa). Then evacuate the air approximately ten minutes.

4 Close the Low side valve of the charging set and turn off the vacuum pump. Make sure that the needle in the
gauge does not move after approximately five minutes.
Note: BE SURE TO TAKE THIS PROCEDURE IN ORDER TO AVOID REFRIGERENT GAS LEAKAGE.

5 Disconnect the charging hose from the vacuum pump and from the service port of the 3-way valve.

6 Tighten the service port caps of the 3-way valve at a torque of 18 Nem with a torque wrench.

7 Remove the valve caps of both of the 2-way valve and 3-way valve. Position both of the valves to “OPEN”
using a hexagonal wrench (4 mm).

8 Mount valve caps onto the 2-way valve and the 3-way valve.
0 Be sure to check for gas leakage.

& CAUTION

If gauge needle does not move from 0 cmHg (0 MPa) to -76 cmHg (-01 MPa), in the step ® above take the following measure:
If the leak stops when the piping connections are tightened further, continue working from step ®.

If the leak does not stop when the connections are retightened, repair location of leak.

Do not release refrigerant during piping work for installation and reinstallation.

Take care of the liquid refrigerant, it may cause frostbite.
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11.3.4 Connect the cable to the Outdoor Unit
a) INDOOR POWER SUPPLY MODEL (1.0~2.5HP)

1 Remove the control board cover from the
unit by loosening the screw.

2 Connecting cable between indoor unit and
outdoor unit shall be approved
polychloroprene sheathed 5 x 1.5mm?
(1.0~1.5HP) or 5 x 2.5mm? (2.0~2.5HP)
flexible cord, type designation 245 IEC 57 or
heavier cord.

| Terminals on the outdoor unit | 1 ! 2 [ 3 l 4 |
Colour of wires i

I Terminals on the indoor ynit I 1 ] 2

3 Secure the cable onto the control board with
the holder.

4  Attach the control board cover back to the
original position with the screw.

5 For wire stripping and connection requirement,

refer to instruction ® of the indoor unit.

© This equipment must be properly earthed.

b) OUTDOOR POWER SUPPLY MODEL (3.0HP)

1 Remove the control board cover from the
unit by loosening the screw.

2 Cable connection to the power supply through
Isolating Devices (Disconnecting means).

e Connecting approved type
polychloroprene sheathed power supply
cord 3 x 4.0mm? (3.0HP), type
designation 245 IEC 57 or heavier cord to
the terminal board, and connect the other
end of the cord to Isolating Devices
(Disconnecting means).

3 Connecting cable between indoor unit and
outdoor unit shall be approved
polychloroprene sheathed 6 x 1.5mm? flexible
cord, type designation 245 IEC 57 or heavier
cord.

4  Connect the power supply cord and
connecting between indoor unit and outdoor
unit according to the diagram below.

i Terminals on the indoor unit

Colour of wires (connecting cable}

; Terminals on the cutdoor unit

(Power supply cord}

Terminais on the isolating devices
(Disconneciing means)

5 Secure the power supply cord and connecting
cable onto the control board with the holder.

6 Attach the control board cover back to the
original position with the screw.

7  For wire stripping and connection requirement,

refer to instruction ® of the indoor unit.

© This equipment must be properly earthed.

T

Earth wire

= 0—- = r lenger
¥ i than
g@@@ ethors AC

wiras for
! ! safaly
reason
[ <)

-t":" ‘] Holder |

Indoor and outdoor

cable connection

¥

cdoor Unit

Earth wire shall be Yellow/Green (Y/G) in colour and longer than the other AC wires for safety reason.

\] T’ 7 Tarminal
L& L g ) ') w3 i\ o1 i Wt : ! Bcard
Carth SO | S AR NC T A

arl :

; ik e Eadh wire
iware‘ olfc) Aeakra [LANY _? ¢ ‘?:.!"]63 lenger than
‘ﬁr‘gef - | ] others AC

an wiras for
others ot salaty
AC wires reason
for salaty |
rBESoN o) &)

o s s i TR
1
]
indoor &
Power outdoor
supply cord cable
connection
¥ ¥
{isolating Devices | | indoor unit

Note: Isolating Devices (Disconnecting means) should have minimum 3.0 mm contact gap.

e Earth wire shall be Yellow/Green (Y/G) in colour and longer than the other AC wires for safety reason.



11.3.5 Pipe Insulation

1 Please carry out insulation at pipe connection portion as mentioned in Indoor/Outdoor Unit Installation
Diagram. Please wrap the insulated piping end to prevent water from going inside the piping.

2 If drain hose or connecting piping is in the room (where dew may form), please increase the insulation by
using POLY-E-FOAM with thickness 6mm or above.

45



12. Operation Control
12.1 Heating Operation

e Heating operation can be set using remote control.

e This operation is applied to warm the room temperature reaches the setting temperature set on the remote
control.

o The remote control setting temperature, which takes the reading of intake air temperature sensor, can be
adjusted from 16°C to 30°C.

o During heating operation, the compressor will stop running and restart as shown in below figure.

Compressor-OFF Compressor-OFF

2°C higher than
sefting temperature J_| __________> Remote control
Compressor-ON

3°C higher than

! setting temperature
setting temperature -

--Compressor-ON - -} -~ Remote control
setting temperature

Intake air Intake air
temperature temperature
(A9/12KK) (A18/24/28KK)

12.1.1 Heating Operation Time Diagram (For CS-A9KKD CU-A9KKD and CS-A12KKD CU-

A12KKD)
abcd e f g h i Kk I m n o p qr s
39°C f\\
el AN
Exchanger 30°C P
Temp. 28°C
Intake Air OFF /—H\\\ \\
Temp. ON' ——= - e — ~
Time Frame 3 T o
Compressor %;///f / - %:/A:/A://A o
4-Way Valve A%/////;%%///////;%i/%%///////;é////
Indoor Fan (Auto Fan Speed) 2}?% ; ‘S,S}‘}‘?% ﬁs/t; '%?/:;/L? &Lf/% V; ﬁ}‘-}tf}ﬁ;?
Outdoor Fan A A A / A é A /
Operation LED W an AL DDA

<Description of operation> ® : Blinking

a—f,1-o : Hotstart X Fan Speed will follow Indoor

g-1 : 30 Minutes Time Save Control/Anti Cold Draft Control heat exchanger temperature.
g-h, p—-q: Outdoor Fan Motor Control (30 sec. Forced Operation) = — .
after compressor stops. Operation

[] stop
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12.1.2 Heating Operation Time Diagram (For CS-A18KKD CU-A18KKD, CS-A24KKD
CU-A24KKD and CS-A28KKD CU-A28KKD)

a bcdef gh i j k I mmnowpagr s

42°C N\ P
Ind
0 e NZ4EAN /
Exchanger / \
Temp. 32°C / —— N
30°C o
|
OFF = -
Intake — ™~ L]
Temp. ON —| I~ L I
—_—
Max 4' 30"|120" 30"
Basic time 4 min. minimum 4 min. minimum
Compressor ://A:/‘//;///Z/AZ//://A;//// 7 :///;///z/ﬁ%/ 7
Indoor Fan vsloZSiorlo 7o 77 Flo dsslofssioflo” Ao Flo 47/ Lo 488LotSSLolsSlo
r L 7, 7
Outdoor Fan Y // 5 ) I/A///// = .
Operation LED | @ | @ [/77}77 040 0 v a0 0
<Description of operation> @ : Blinking
? .
a-c : Hot start (Indoor Fan = OFF) Operation
c—d : Hot start (Indoor Fan = SLo) ] Stop
h-k,o—-s : AntiCold Draft Control @ Operation or stop
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12.2 Cooling Operation

Cooling operation can be set using remote control.

This operation is applied to cool down the room temperature to the setting temperature set on the remote control.
The remote control setting temperature, which takes the reading of intake air temperature sensor, can be
adjusted from 16°C to 30°C.

During cooling operation, the compressor will stop and restart as shown in figure below:

Intake air
temperature

Compressor ON

Remote Control
setting temperaturg c————e———rf e e e m e e = o -

1.5¢C

Compressor OFF

12.2.1 Cooling Operation Time Diagram (For CS-A9KKD CU-A9KKD and CS-A12KKD

CU-A12KKD)
a b c de f gh i j k I mn o q r s t u v w x y =z
Compressor-ON level
y
Intake Air o
Temperature 1.5°C —_—
_—— —
Compressor-OFF level N
(Setting Temperature)
Indoor Heat  10°C é e,
Exchanger /
Temperature  2°C Vi
-y
1 3 1 7 |1 4' 3

Time Frame [ — = 4 » lp| [—> ﬁd—b
Compressor
Indoor Fan
Outdoor Fan
Operation LED
<Description of operation>
a-b,g-h : Minimum 60 seconds forced operation Dperation
d-g,s-u : Minimum 3 minutes restart control (Time Delay Safety Control)
h-o : Maximum 7 minutes time save control |:|Stop
q-u : Freeze Prevention Control

48



12.2.2 Cooling Operation Time Diagram (For CS-A18KKD CU-A18KKD, CS-A24KKD
CU-A24KKD and CS-A28KKD CU-A28KKD)

a b cde f g h i k |l mnopgTrs tuvwxy z
A ON //\
Intake
Temp. 15K \ / \ ///""“"---...___________/'----..________H
¥ OFF % =
Set Temp.
31°C R
Outdoor Temp. \\ /
29°C
1CIP°C —
Pipe Temp. {
2C v,
Basic Time
Compressor ////// ) i i

Lol %j////5//////////////////////////////5//////////////////////////////

HE7/EERNNEN7) LofLofLofHil
Operation LED {7777/,

<Description of operation>

v .
d-g : restart control (waiting for 3 min.) Operation
a-b,g-h,o-p : 60 sec. Forcible operation. |:| Stop
h-o : 7 min. time save control.
q-t : freeze prevention control.
v-y : outdoor fan control.
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12.3 Soft Dry Operation

e Soft Dry operation can be set using remote control.

e Soft Dry operation is applied to dehumidify and to perform a gentle cooling to the room.

e This operation starts when the intake air temperature sensor reaches the setting temperature on the remote
control.

o When operation begins, Soft Dry will be switched “ON” for a maximum 10 minutes, then Soft Dry operation will be
turn “OFF” for a minimum 6 minutes. After that, the Soft Dry operation will be “ON” and “OFF” based on the
setting temperature as shown in figure below.

o However after 3 minutes of compressor off, during Soft Dry “OFF” (within 6 minutes Soft Dry restart control), the
indoor unit will start to operate at normal Cooling mode if the intake temperature is higher than Cooling “ON”
point.

Intake air
temperature
A .
Cooling
Cooling ON point COerﬁssor
Cooling OFF, 150G
Soft Dry ON point — )
1.0°C
ot Dry OFF pOint rTTTTTTTTTT -=%*- Soft Dry ON pOil'Il <
Dry OFF Compressor
OFF
-

12.3.1 Soft Dry Operation Time Diagram (For CS-A9KKD CU-A9KKD and CS-A12KKD CU-

A12KKD)
a b ¢ d e f g h i j k I mno q r s 1 u v w x y Zz
Intake Air Tempiature \ JEN
1.5°C Cooling ON \ / 1
Set Temp. / \
- Cooling OFF \ y
-
]
1000 \ /..d""\\ / -
™ N /
¥ DryOFF, ON | ﬁ’\ p
Iy
Indoor Heat  10°C e
Exchanger
Temperature  2°C
N1
10 -] 1 &' 1 B 1 4 &
) —| —p ] f— »le — +——
[Time Frame
Compressor
ndoar Fan Lo-|Lo- 1* Lo-| * * |Lo-|Lo- Lo-|Lo- * |Lo-
Outdoor Fan
O peration LED
<Description of operation=
g-hl-mo-p : Minimum 60 seconds forced operation D{)peration
ace : Minimum 3 minutes restart control (Time Delay Safety Contral) -
Coaling operation
c-e : 10 minutes dry operation DSlﬂp
. : Minimum 6 minutes restart control (Time Delay Safety Contral) -
e-g,i-km=-0,v-x .
Soft dry operation
t—x : Freeze Prevention Control
* : Imdoor fan OFF for 407 and then rotates at Lo-
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12.3.2 Soft Dry Operation Time Diagram (For CS-A18KKD CU-A18KKD, CS-A24KKD
CU-A24KKD and CS-A28KKD CU-A28KKD)

abocde f ghij kIl mnopgTrs tuvwx
Intake Air
Temperature
I \\ \\
Setting 1.5°C Cooling ON
Temperature ——%—— ~~7-"""~-~ T
R Cooling OFF ~—
10°C] softDryON \\‘ R I / ~"
Soft Dry ~ i
OFF ~ ON Indoor 10°C
Heat Exchanger
Temperature 2o¢ ]
Time Frame 10 6 _Jeo| 6 607 |3 |60 4 6 607
00007 Z ) V000 %%
e Pl
/ Y iz 72 %z < //
Indoor Fan (Auto Fan Speed) éé;’%% i/‘: &;%é/o; éé/}’%}’;/ uzﬁyz
Outdoor Fan ?géé%y///’//%/yk///y/// 7//747//277?%%
Operaton LED 27777%7%%7%%%%% 7777/ 7 /7
<Description of operation> Operation
h—i,I-m, 0-p,v—w: Minimum 60 seconds foreced operation
n-o : Minimum 3 minutes restart control (Time Delay Safety Control) - [] stop
Cooling operation
f—h,i-k s—u : Minimum 6 minutes restart control (Time Delay Safety Control) -
Soft dry operation
q-v : Freeze Prevention Control
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12.4 Automatic Operation

Automatic operation can be set using remote control.
This operation starts to operate with indoor fan at SLo speed for 25 seconds to judge the intake air temperature.
After judged the temperature, the operation mode is determined by referring to the below standard.

1
Intake Air

Temperature

Cooling Operation

23°C

20°C

Soft Dry Operation

Heating Operation

Then, the unit starts to operate at determined operation mode, until it is switched off using remote control, with

the setting temperature as shown in table below.

Setting Temperature (Standard)

Cooling Operation 25°C
Soft Dry Operation 22°C
Heating Operation 21°C

Operation mode will be determine again for judgement after 1 hour of operation, if the room temperature reaches

to set temperature and compressor off time is over 7 minutes 30 seconds continuously.

* The present operation mode will be continued, if the room temperature does not reach to set temperature

(Compressor keeps running) eventhough after 1 hour from automatic operation mode started.

Standard for Determining Operation Mode
2nd Judgement onwards

Next Mode
Present Mode Judgement
Cooling Soft Dry Heating

Cooling o o

Cooling 23°C - (Judgement: Not Applicable (Judgement:
Heating 23°C & Above) Below 23°C)
Soft Dry 0 o

Soft Dry 20°C - Not Applicable (Judgement: (Judgement:
Heating 20°C & Above) Below 20°C)
Cooling 0 0

Heating 25°C - (Judgement: Not Applicable (Judgement:
Heating 25°C & Above) Below 25°C)

Automatic Set Temperature
For each operation, set temperature will automatically set as shown below.
The setting temperature for all the operations can be changed one level up or one level down from the standard
temperature as shown in below table by pressing on the temperature up or temperature down button at remote

control.

. Hi (Standard) Lo
Operation
(+2°C) (x0°C) (-2°C)
Cooling 27°C 25°C 23°C
Soft Dry 24°C 22°C 20°C
Heating 23°C 21°C 19°C
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e The operation mode judging temperature and standard setting temperature can be increased by 2°C
permanently, by open the circuit of JX03 at indoor unit’s printed circuit board.

1 Cooling Operation Setting Temperature (Standard)
Intake Air 25°C Soft Dry Operation Cooling Operation 27°C
Temperature  200c Soft Dry Operation 24°C

Heating Operation Heating Operation 23°C
12.5 Indoor Fan Speed Control
e Indoor fan speed can be set using remote control.
12.5.1 Fan Speed Rotation Chart
Fan Speed (rpm) CS-A9KKD CS-A12KKD
SHi 1080 1120
Hi 1040 1100
Me 870 950
HLo 770 840
CLo 730 800
Lo- 690 760
SLo 670 740
SSLo 300 300
QSHi 1010 1050
QHi 970 1030
QMe 800 880
QHLo 700 770
QLo 660 730
Speed
CS-A18KKD CS-A24KKD CS-A28KKD
Cool, Dry Heat
SHi Hi 1310 1530 1540
Hi 1240 1390 1500
Me Me 1140 1270 1380
Lo+ Lo 1100 1230 1330
Lo 1040 1150 1250
Lo- Lo- 850 940 1030
SLo SLo 650 720 810
SSLo 300 300 300
QSHi QHi 1220 1440 1450
QHi 1150 1300 1410
QMe QMe 1050 1180 1290
QLo 950 1060 1160
QLo 950 1060 1160
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12.5.2 Automatic Fan Speed Control

o When set to Auto Fan Speed, the fan speed is adjusted between maximum and minimum setting as shown in the
table.
o0 Fan speed rotates in the range of Hi, Me and Lo-.
0 Deodorizing Control will be activated.

For CS-A9KKD and CS-A12KKD

Speed Mode SHi Hi Me HLo ClLo Lo- SLo | SSLo | Stop
Hi o
Manual Me o
o Normal
£ Lo o
§ Auto o) o] o) o
Powerful Manual
Auto
> Manual o) o)
a Auto 0 0
Hi o o o o o
Manual Me o o) o o o
o Normal
£ Lo o o] o] o] o
% Auto o o) o o o
Powerful Manual o o] o o o o]
Auto o] o] 0] o o o)
Normal Mode Judgment o]
QHi Hi-70
Me
2 Manual | QMe 70
© Quiet CLO
S QLo -70
. Me
Auto Hi-70 70 o) o]
> Quiet Manual o
o Auto 0 0
. SHi-
QHi 90 o o o o]
_g’ Manual QMe I\gg o o o) o]
© Quiet
£ QLo HLo- 0 0 o o)
T 70
Me HLo-
Auto 70 70 o o (o} o]
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For CS-A18KKD, CS-A24KKD and CS-A28KKD

Speed Mode SHi Hi Me Lo+ Lo Lo- SLo | SSLo | Stop
Hi o]
Manual Me 0
o Normal
£ Lo o]
(@]
8 I\/lAuto | o] o] o] o
Powerful anhua
Auto o)
> Manual o o
o Auto 0 o
Hi o o o o o
Manual Me o o] o o o
o Normal
£ Lo 0 0 0 0 0
§ Auto o) o o) o o
Powerful Manual o) o o o o o
Auto o o] o] o] o o
Auto Mode Judgment 0
. Hi
QHi -100
o M Me
g anual QMe
£ . -100
1o} Quiet -
8 QLo o
-100
Hi Me
Auto -100 | -100 ° °
M [
- Quiet ahua
- Auto
. SHi
QHi 100 o o o] o
_g’ Manual QMe _I:/Ioeo o o] o] o
§ Quiet Tor
T QLo 100 o o] o] o
Me Lo+
Auto -100 -100 o] o] o) o
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e Auto Fan Speed during cooling operation:

1 Indoor fan will rotate alternately between off and on as shown in below diagram.

2 At the beginning of each compressor starts operation, indoor fan speed increases gradually for deodorizing
purpose.

3 For the first time the compressor operates, indoor fan will be switched to Hi fan speed from Lo- after 70
seconds from the start of compressor. This cause the room temperature to achieve the setting temperature
quickly.

4 During compressor stops, indoor fan will operate at Lo- for the beginning 20 seconds to prevent higher
volume of refrigerant in liquid form returning to the compressor.

5 After the compressor turned off for 3 minutes, indoor fan will start to operate at Lo- to circulate the air in the
room. This is to obtain the actual reading of the intake air temperature.

6 For the resume of compressor operation, indoor fan will operate at Me fan speed to provide comfort and
lesser noise environment, after 70 seconds from the restarts of compressor.

I ]
! 1 : % 2
: :
: Lo- Lo- Lo- Lo-
I 1 1
)
Indoor ! E i Variable RPM :
Fan | ! ! I [ :
| Stop : : ' ' Stop '
] 1 [ ' f H
RN Lo A
' 1
|, 40" | 30" 1, 20" 160" |, 40" | 30"
I‘_.‘_.I [ o 'l ( M ';
: l I ! I '
| 1 1
Compressor ! '
J ON OFF ON

% 1 Fan Speed is Hi until the compressor stops (when the room temperature reaches
setting temperature).
¥ 2 Fan Speed is Me after the compressor restarts.

e Auto Fan Speed during Soft Dry operation.
o Indoor fan will rotate alternately between off and Lo-.
0 At the beginning of each compressor starts operation, indoor fan will increase fan speed gradually for
deodorizing purpose.
o When compressor turned off for 6 minutes, indoor fan will start at Lo- to circulate the air in the room. This is
to obtain the actual reading of intake air temperature.

I
! Lo- ! Lo- ! Lo-
Indoor | stop | stop stop
Fan | ' I : | :
| 40" 1 : 6 1 140"
L ON ' ON

Compressor | | OFF
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Auto Fan Speed during Heating operation.
o0 Indoor fan will rotate in the range of SLo — Me according to the heat exchanger temperature.

)
)

48°C ——_Me 45°C —{
46°C _k— 38°C 42°C __L\O — 36°C
44°C Lo+3 35°C 34°C Lo- 28°C
42°C %— 33°C 30°C —S\_ 25°C
4° - 0, — o
e Lo 30°C Indoor Heat 15°C
Exchanger —* v
30°C —1—\Slo — 28°C Temperature OFF
\_ 15°C (For A18KKD, A24KKD and A28KKD)

Indoor Heat

Exchanger —* v

Temperature OFF

(For A9KKD and A12KKD)

12.5.3 Manual Fan Speed Control

Manual fan speed adjustment can be carried out by using the Fan Speed selection button at the remote control.
There are 3 types of fan speed settings: Lo, Me, Hi.

12.5.4 Indoor Fan Motor rpm Abnormal Control

Immediate after the fan motor is started, rpm abnormal control is performed every second.

During fan motor on, if fan motor feedback = 2550 rpm or < 50 rpm continuously for 10 seconds, the fan motor
error counter increased; fan motor is then stopped and restarted. If the fan motor error counter increased to 7,
then air conditioner will stop operation.

12.6 Outdoor Fan Speed Control

There is only one speed for outdoor fan motor. (Applicable for CU-A9KKD and CU-A12KKD)

There is 2 speeds for outdoor fan motor. Outdoor fan speed can be changed to Hi or Lo according to outdoor
temperature. (Applicable for CU-A18KKD, CU-A24KKD and CU-A28KKD).

For Cooling and Soft Dry operation, when outdoor temperature reaches to 31°C (Hi-speed), 29°C (Lo-speed).
(Applicable for CU-A18KKD, CU-A24KKD and CU-A28KKD).

For heating operation, when outdoor temperature reaches to 13.5°C (Hi-speed), 15.5°C (Lo-speed). (Applicable
for CU-A18KKD, CU-A24KKD and CU-A28KKD).

When air conditioner is turned on, the compressor and the outdoor fan will operate simultaneously.

Likewise, both compressor and outdoor fan will stop at the same time if the unit is turned off.
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12.7 Vertical Airflow Direction Control

12.7.1 Auto Control

(Cooling and Soft Dry Operation Condition)

o When the vertical airflow direction is set to Auto using the remote control, the louver swings up and down as
shown in the diagram.

o When stops operation using the remote control, the discharge vent is reset and stops at the closing position.

e During Cooling operation or Soft Dry operation, indoor fan motor may stop to rotate at certain periods. At that
condition, the louver will stop swinging.

For CS-A9KKD and CS-A12KKD

|:| Horizontal

Upper limit for cooling mode
and soft dry mode/11°

Closing
position

/ 135° Swing up and down

Lower limit for cooling mode and
soft dry mode/33°

For CS-A18KKD, CS-A24KKD and CS-A28KKD

|:| Horizontal

Upper limit/0°

Closing
position
/148°

Upper limit for cooling mode
and soft dry mode/17°

Swing up and down

Lower limit for cooling mode and
soft dry mode/45°

(Heating Operation Condition)
o When the piping air temperature reaches 38°C, the louver is changed from upper to lower limit. When the piping
air temperature falls 35°C, the louver is changed from lower to upper limit.

For CS-A9KKD and CS-A12KKD

|:| Horizontal

Upper limit/11°

Closing
position

/135° o1

Lower limit for heating mode/62°
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For CS- A18KKD, CS-A24KKD and CS-A28KKD

|:| Horizontal

Upper limit/0°

Closing
position

/148° 43

Lower limit for heating mode/43°

12.7.2 Manual Control

¢ When the vertical airflow direction is set to Manual using the remote control, the automatic airflow is released and
the airflow direction louver move up and down in the range shown in the diagram.

e The louver can be adjusted by pressing the button to the desired louver position.

¢ When stop operation using the remote control, the discharge vent is reset, and stop at the closing position.

(Cooling and Soft Dry Operation Condition)
For CS-A9KKD and CS-A12KKD

I:I Horizontal

Upper limit for
cooling mode and
soft dry mode

Closing
position
/135°

33° Lower limit for cooling mode
and soft dry mode

For CS-A18KKD, CS-A24KKD and CS-A28KKD

I:I Horizontal

Upper limit / 0°

Closing
position
/148°

17° Upper limit for
29 cooling mode and
soft dry mode

39° Lower limit for cooling mode
and soft dry mode

(Heating Operation Condition)
For CS-A9KKD and CS-A12KKD

|:| Horizontal

Upper limit for heating mode/0°
11°
21°

Closing
position
/135°

Lower limit for heating mode
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For CS-A18KKD, CS-A24KKD and CS-A28KKD

|:| Horizontal

Upper limit / 0°

17° Upper limit for
o4 heating mode

Closing
position
/148°

34°

43°

52°  Lower limit for heating mode

12.8 Horizontal Airflow Direction Control

For CS-A9KKD and CS-A12KKD, the horizontal airflow direction louver can be adjusted manually by hand.
For CS-A18KKD, CS-A24KKD and CS-A28KKD the horizontal airflow direction louver are as following.

12.8.1 Auto Control

When the horizontal airflow direction is set to Auto using the remote control, the vanes swings left and right for
Cooling and Soft Dry (0°-44°), Heating (8°-36°) as shown in the diagram.

When stopped with remote control, the discharge vane is reset, and stop at the reset position.

During Cooling operation or Soft Dry operation, indoor fan motor may stop to rotate at certain periods. At that
condition, the vane will stop swinging and rest at 22° angle.

During Heating operation, the piping air temperature reaches 38°C, the vanes swings left and right. When the
piping air temperature falls to 35°C, the vanes will stop swing and rest at 22°.

NN \\\\\\\\\\\\%

= |

44° ﬁnew

36° 8° Reset 36° 8 e
22° 7 position / 0 22° position / 0

Swing left and right

12.8.2 Manual Control

When the horizontal airflow direction is set to Manual using the remote control, the automatic airflow is released
and the airflow direction vane move left and right in the range shown in the diagram.

The louver can be adjusted by pressing the button to the desired vane position.

When stopped with remote control, the vanes is reset and stopped at reset position.

=" |

Reset
position/0
44 44 Reset

33 oo 11 33" ,5. 11° position/0
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12.9 Powerful Operation

e To achieve the setting temperature quickly.

(Cooling and Soft Dry Operation condition)
e When Powerful operation is set, the setting temperature will be automatically decreased 3°C internally against
the present setting temperature (Lower temperature limit: 16°C).
e This operation automatically will be running under SHi Fan Speed (Cooling).
e Vertical Airflow Direction:-
o In “Manual” setting, the vane will automatically shift down 10° lower than previous setting.
o In “Auto” setting, the vane will automatically swing up and down. However the lower limit will be shifted 10°
downward.

(Heating Operation condition)

¢ When Powerful operation is set, the setting temperature will be automatically increased 3°C against the present
setting temperature (Higher temperature: 30°C).

e The Fan Speed will shift as shown below:

)

(C) « When the Auto Fan speed is selected, the fan speed will automatically
Me change from SLo to Me depending to the Indoor Heat Exchanger
48 —\ ¢C) Temperature.
L 3g * When the manual Fan Speed is selected, the fan speed will change to the
Lo fan speed setting when the Indoor Heat Exchanger Temperature reaches
42 —\ 42°C.
34 Lo- 30
0\ : Set Fan Speed
30 —Y — 28
Indoor 15
Heat v
Exchanger

Temperature OFF

e Vertical Airflow Direction:-
o0 In “Manual” setting, the vane will automatically shift down 5° lower than previous setting.
o In “Auto” setting, the vane will automatically shift between upper and lower limit depending on the intake air
temperature as Heating Mode, Airflow Direction Auto-Control. However the upper and lower limit will be
shifted 5° downward.

e Powerful operation stops when:-

Powerful operation has operate for 15 minutes.
Powerful button is pressed again.

Quiet button is pressed

Stopped by OFF/ON operation button.

Timer OFF activates.

Operating mode is changed.

OO0OO0OO0OO0OO0
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12.10 Quiet Operation

(For Cooling Operation or cooling region of Soft Dry Operation)

To provide quiet cooling operation condition.

Once the Quiet Operation is set at the remote control, the Quiet LED illuminated. The sound level will reduce
around 2dB(A) for Lo fan speed or 3dB(A) for Hi/Me fan speed against the present operation sound level.

Dew formation become severe at Quite Lo Cool, therefore Quiet Lo cool operated only for 2 hours (1 hour QLo, 1
hour QLo + 80rpm)(for AOKKD and A12KKD) and Quiet Lo cool operated only 1 hour 30 minutes (1 hour QLo, 30
minutes QLo + 50 rpm) (for A18KKD, A24KKD and A28KKD).

Manual Airflow Direction:

0 RPM control during Lo cool

(For AOKKD and A12KKD)
Speed
Press Press Press Lo to QlLo: about 20 rpm / 0.05 sec
Quiet Quiet Quiet QLo to QLo+80 :about 10 rpm / 2 sec
i Or QLo+80 to QLo+140
Quiet : ' '
LED | OFF | ON ] OFF | ON
Lo Lo QLo+140 Lo QLo+140
QLo+80 i QLo+80 i
Fan : N : F
Qo - - ©Qlo - s
: — : C co Time (Hour)
" 10H f 1.0H TIOR: 10
(For A18KKD, A24KKD and A28KKD)
Quiet
LED OFF | on | orr |
Lo+ Lo i Lot |
QLo+100 QLo+100
QLo+50 : QLo+50
Lo QLo QLo
<> <> > <—>
30 min l1hr 30 min 1hr 30 min
0 RPM control during Hi & Me cool
1 Press Quiet Cancel Qui l Press Quiet
Quiet LED OFF ON OFF | ON
Fan Hi/Me | | Hi/Me |
Q Hi/Q Me Q HI'Q Me
Time (Hour)
e Auto Fan Speed
Quiet Hi (if before thermo off)
Indoor Quiet ME (after thermo off)
fan Lo- Lo- Variable Lo- Lo-
Stop | 30" 20" | RPM | |Stop 30"
40" 160" 40"
Compressor | ON | OFF | ON

Quiet operation stops when:

o Quiet button is pressed again.

0 Stopped by OFF/ON operation button.
o Timer OFF activates.

0 Operation mode button is changed.
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(Heating Operation condition)
¢ When the Quiet Mode is set at the remote control, Quiet Mode LED illuminates. The sound level will reduce
either around 2 dB (Lo) or 3 dB (Hi, Me), against the present sound level operation.
¢ Quiet setting of fan speed rpm refer to Indoor Fan Speed Control.
e Manual Fan Speed:-
0 Rpm control during Lo, Me & Hi Cool

Quiet
LED | OFF ON OFF ON
Fan  [HiMe/Lo] Hi/Me/Lo|
Q Hi/Q Me/Q Lo Q Hi/Q Me/Q Lo

Time (Hour)

e Auto Fan Speed:-
0 Rpm control depends on the piping air temperature sensor of Indoor heat exchanger

(C) I
45 — 45 —
(°C) / (°C)
41 — — 35 34 —K — 28
30 — — 33 30 —K 25
34 — 30 — 15
m Fan Manual ¥ m Fan Manual
30 — — 28 Indoor Heat OFF
Exchanger
L 15 Temperature
(A18/24/28KK)
A J
Indoor Heat OFF
Exchanger
Temperature
(A9/12KK)

63



12.11 Timer Control

12.11.1 ON Timer

o When the ON Timer is set by using the remote control, the unit will start to operate slightly before the set time, so
that the room will reach nearly to the set temperature by the set time.

e For Cooling and Soft Dry operation, the operation will start 15 minutes before the set time.

e For Heating operation, the operation will start 30 minutes before the set time.

o For Automatic operation, the indoor fan will operate at SLo speed for 20~25 seconds, 30 minutes before the set
time to detect the intake air temperature to determine the operation mode. The operation indication lamp will blink
at this time.

12.11.2 OFF Timer

o When the OFF Timer is set using the remote control, the unit will stop operate according to the desired setting.
Notes:
1 By pressing ON/OFF operation button, the ON Timer or OFF Timer will not be cancel.
2 To cancel the previous timer setting, press CANCEL button.
3 To activate the previous timer setting, press SET button.
4 If main power supply is switched off, the Timer setting will be cancel.

12.12 Random Auto Restart Control

o |[f there is a power failure during operation, the air conditioner will automatically restart after 3 to 4 minutes when
the power is resumed.

o |t will start with previous operation mode and airflow direction.

e |f there are more than one air conditioner unit in operation and power failure occur, restart time for each unit to
operate will be decided randomly using 4 parameters:- intake air temperature, fan speed and air swing louver
position.

e This Random Auto Restart Control is not available when Timer is set.

12.13 Remote Control Signal Receiving Sound

e Short beep sound will be heard when turn ON the air conditioner or enabling other operations.
¢ Long beep sound will be heard when turn OFF the air conditioner or disabling other operations.
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12.14 Patrol Operation

e To monitor air dirtiness level by using Patrol sensor and to maintain air freshness by activates e-ion operation

e Patrol operation starts condition
0 When the unit operation is started with “OFF/ON” button
o0 When the unit stops, “Patrol” operation is selected, Patrol individual operation will start.
o0 During cooling only operation, “Patrol” operation is selected.

e Patrol operation stops condition (when any of the following condition is fulfilled):
o0 When “OFF/ON” button is selected.
o0 During any operation with Patrol, “PATROL/e-ion” button is pressed.
0 When OFF Timer activates.

e To disable the Patrol Operation during unit starts (default) with “OFF/ON” button
0 Press “Set” button continuously for 15 seconds by using pointer during Air Conditioner is OFF condition to
enter internal setting mode.
0 Press “Timer Decrement” button to select “Pt dFLt".
0 Press “Timer Set” button to toggle Patrol operation default OFF/ON.
= Long "beep": Turn OFF Patrol operation default.
= Short "beep": Turn ON Patrol operation default.

\l/ o Press continously for 15s

SET

| DI B - - - - _____ ,
Sl N %— — — —>| Transmit Patrol default OFF/ON code
] | (Buzzer: OFFiLong Beep, ON:Short Beep)
:] -~
— ES SET
(X —J )
L >— — — = Transmit Patrol demo code
L (Buzzer: OFF:Long Beep, ON:Short Beep)
D -~
——= - SET
() — )
LL >— — — = Transmit ECO demo code
= (Buzzer: OFF:Long Beep, ON:Short Beep)
‘”: l‘":!
[: -~
p L SET
—
>— — — = Transmit check code
LA (Buzzer:Short Beep)
=
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Patrol Sensor Control

o First 2 minutes from Patrol function activates is stabilization time, during stabilization time, no air dirtiness
level is monitored. The Air Dirtiness level is set to Clean, Patrol LED turns blue color.

o After that, Patrol sensor starts to record the resistance value at fixed interval. Higher resistance value
indicates cleaner air.

o The air dirtiness level is monitored by comparing the current resistance value with maximum resistance value
from time to time to get the Air Dirtiness Value.

o0 There are 3 air dirtiness level, based on the Air Dirtiness Value:
= Air Dirtiness level 0: Clean — Patrol LED = blue color
= Air Dirtiness level 1: Moderate — Patrol LED = orange color
= Air Dirtiness level 2: Contaminated - Patrol LED = red color

s Air Quality Worsen A Air Dirtiness Level 0
3 \ 4 '
A
g €Y Air Dirtiness Level 1
T
> o \ 4
0w © G4
3 3 Air Dirtiness Level 2
c 0o
£ =
(m)
— . .
< » Air Quality Improve
>
E \ 4
a

Dirtiness level sensitivity adjustment
It is possible to change the Patrol sensor sensitivity, where the Threshold value (G1 ~ G4) will be shifted
accordingly:
1 Press and release “SET” button.
2 Press Timer A / Timer V¥ button to select sensitivity.
(Air 1 “Low Sensitivity” <« Air 2 “Standard” (Default) « Air 3 “High Sensitivity”)
3 Confirm setting by pressing “Timer Set” button. LCD returned to original display after 2 seconds.
4 LCD returned to original display if remote control does not operate for 30 seconds

e-ion Control
0 e-ion operation starts condition
=  When dirtiness at level 2 (Patrol LED turns red).
» 2 minutes after stabilization time (Patrol LED turns red).
* 4 hours at level 0 (Patrol LED turns red).
0 e-ion operation time
= [f dirtiness level improves from level 2 to level 1 (Patrol LED from red to orange), the unit carries out level
change after 60 seconds.
=  When dirtiness level returns to level 0 (Patrol LED turns blue) continuously for 11 minutes or more, e-ion
operation stops.

Dirtiness Level and fan speed
o When e-ion operation starts, the fan speed increases based on dirtiness level:

rpm shift
Dirtiness level Patrol individual Combine operation
operation Auto Manual
Dirtiness level 0 No change No change No change
e-ion ON Dirtiness level 1 Me - + 20 +1 fan tap (max - Hi)
Dirtiness level 2 Me + 40 +2 fan tap (max - Hi)

0 Indoor Fan Control
= During any operation mode combines with Patrol operation, fan speed follows respective operation mode.
= During Patrol individual operation if e-ion starts, only Auto Fan Speed and no Powerful operation is
allowed. Even if “Fan Speed” button is pressed, no signal is sent to air conditioner, and no change on
LCD display.
= During Patrol individual operation if e-ion stops, Indoor Fan stop operation.
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o Airflow direction (Horizontal, Vertical) Control

o During any operation mode combines with Patrol operation, airflow direction follows respective operation
mode.
0 During Patrol individual operation if e-ion starts, only Auto Air Swing is allowed. Even if “Air Swing” button is
pressed, no signal is sent to air conditioner, and no change on LCD display.
o0 During Patrol individual operation if e-ion stops, Airflow direction louver closed.
o LED display
o0 When Patrol operation is selected, Patrol LED illuminates.
0 During Patrol individual operation, only Patrol LED illuminates. When e-ion air purifying operation starts
based on dirtiness level, Power LED, Patrol LED and e-ion LED illuminates.
PATROL LED E-ION TIMER
No | Description BLUE ORANGE RED BLUE ORANGE
1 | When patrol function is not selected OFF OFF OFF OFF OFF
2 | During gas sensor error detection control OFF OFF Blinking OFF OFF
3 | During E-ion abnormal discharge error OFF OFF OFF Blinking OFF
4 | During E-ion breakdown error OFF OFF OFF Blinking Blinking
5 | During Test Mode OFF OFF OFF OFF OFF
6 | During stop OFF OFF OFF OFF OFF
7 | 2 minutes gas sensor initial stabilization time (Level 0) ON OFF OFF OFF OFF
a. Dirtiness level 0 ON OFF OFF OFF OFF
, a". Dirtiness level 1 shift to 0 OFF ON OFF ON OFF
g | During patrol : for 10 min. for 10 min.
operation b. Dirtiness level 1 OFF ON OFF ON OFF
c. Dirtiness level 2 OFF OFF ON ON OFF
¢ Remote Control Receiving Sound
o Normal Operation => Patrol Mode : Beep
o Patrol Mode = Stop : Long Beep
o Patrol Mode = Normal Operation : Beep
o Stop = Patrol : Beep

e Timer Control

(0]

o
(¢}

(0]

(0]

When ON timer activates when unit stops, previous operation resumes and restored last saved Patrol
operation status.

When ON timer activates during any operation, no change and carry on current operation.

When OFF timer activates during any operation, all operation stops and the latest Patrol operation status is
saved.

Power Failure Control

During Patrol individual operation, if power failure occurs, after power resumes, Patrol individual operation
resumes immediately.

During combination operation, if power failure occurs, after power resumes combination operation resume
immediately.
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o Patrol Operation Demo Mode
o0 Patrol Operation Demo Mode start condition

= Press “Set” button continuously for 15 seconds by using pointer during Air Conditioner is OFF condition
to enter internal setting mode.

= Press “Timer Decrement" button to select “Pt demo”.

= Press “Timer Set” button to toggle Patrol operation demo mode.
e Long "beep": Turn OFF Patrol operation demo mode.
e Short "beep": Turn ON Patrol operation demo mode.

\l/ o Press continously for 15s

SET

= C =)
il [ N %— — — — Transmit Patrol default OFF/ON code
(Buzzer: OFF:Long Beep, ON:Short Beep)
[: -~
— £ SET
xR e
LN >_ — — —=>| Transmit Patrol demo code |
o | (Buzzer: OFF:Long Boep, ON:Short Beep)
E -~
—]— - SET
L —
LL >— — — => Transmit ECO demo code
LA (Buzzer: OFF:Long Beep, ON:Short Beep)
D -~
p< £ SET

—> Transmit check code
LA (Buzzer:Short Beep)

~

-~

=

o0 The Patrol indicator change color every 10 seconds follows the pattern below for demo purpose:

BLUE

—> (10 seconds)—>| — (10 seconds)—>| (10 seconds)
<«— (10 seconds) «— ORANGE <«— (10 seconds) «— RED 2

o During demo, all operation stops, remote control buttons and auto OFF/ON button are ignored.
o Patrol Operation Demo Mode stop condition
= Power supply reset.
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12.15 E-ion operation

e This operation provides clean air by producing negative ions to attract dust captured at the positively charged
active e-ion filters.

e e-ion operation start condition
o During unit running at any operation mode, if “e-ion” operation is selected, combination operation (operation
mode + e-ion operation) starts.
0 During unit is OFF, if “e-ion” operation is selected, e-ion individual operation starts.

e e-ion operation stop condition
0 When “OFF/ON” button is pressed to stop the operation.
0 When “PATROL/e-ion” button is pressed.
o0 When OFF Timer activates.

e e-ion operation pause condition
0 When indoor fan stop (during deice, odor cut control, thermostat off, etc.). e-ion operation resume after
indoor fan restarts.
0 When indoor intake temperature = 40°C. e-ion operation resume after indoor intake temperature < 40°C
continuously for 30 minutes.

¢ Indoor fan control
o During any operation mode combines with e-ion operation, fan speed follows respective operation mode.
0 During e-ion individual operation — only Auto Fan Speed and no Powerful operation is allowed. Even if Fan
Speed button is pressed, no signal is sent to air conditioner, and no change on LCD display.

Auto Fan Speed for e-ion operation switches from SHi to Hi after 4 hours of operation.

¢ Airflow direction control
o During any operation mode combines with e-ion operation, airflow direction follows respective operation
mode.
0 During e-ion individual operation, only Auto Air Swing is allowed. Even if Air Swing button is pressed, no
signal is sent to air conditioner, and no change on LCD display.

e Timer control
o0 When ON timer activates when unit stops, previous operation resumes and restored last saved e-ion
operation status.
o When ON timer activates during any operation, no change and carry on current operation.
o When OFF timer activates during any operation, all operation stops and the latest e-ion operation status is
saved.

e Indicator
0 When e-ion operation starts, e-ion indicator ON.

¢ Remote Control Receiving Sound

o0 Normal Operation = e-ion Operation : Beep
0 e-ion Operation = Normal Operation : Beep
o Stop =>» e-ion individual Operation : Beep
0 e-ion individual Operation = Stop : Long Beep

e Power failure
o0 During e-ion individual operation, if power failure occurs, after power resumes, e-ion individual operation
resumes immediately.
o During combination operation, if power failure occurs, after power resumes, combination operation resume
immediately.
0 e-ion operation status is not memorized after OFF the unit. After OFF, when the operation is ON again, air
conditioner operates without e-ion operation.
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e e-ion Check Mode
0 e-ion abnormality check mode
0 Purpose is to improve sensor serviceability when sensor is malfunction.
(1) Control starting condition
When all of the conditions are formed
= Not in Patrol Demo mode.
= e-ion operation ON.
= When e-ion check mode signal is received; the procedure of selection is as shown:
e Press “Set” button continuously for 15 seconds by using pointer to enter internal setting mode.
e Press “Timer Decrement" button to select “CHC”.
e Confirm setting by pressing “Timer Set” button, a “beep” sound will be heard.

\l/ o Press continously for 15s

| DL ()
~ 1 %— — — = Transmit Patrol default OFF/ON code
Ved

(Buzzer: OFF:Long Beep, ON:Short Beep)

—
— :l SET
L, — )
L >_ — — = Transmit Patrol demo code
L (Buzzer: OFF:Long Beep, ON:Short Beep)
—= x
—— &= SET
L —
LL >— — — = Transmit ECO demo code
L (Buzzer: OFF:Long Beep, ON:Short Beep)
‘:E I‘ll:l
[: o~
- &= SET
—~mm - - - - - - -
>_ — — =1 Transmit check code |
p | (Buzzer:Short Beep) |
=

o If abnormal discharge is detected at filter (short-circuited) due to water or dust adhesion, etc., the e-ion
indicator blinks immediately.
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e Error Detection Control
When e-ion indicator blink, it indicates error listed below:
0 Active e-ion Air Purifying system PCB main connector open:
= Judgment Method
e During e-ion operation (include during Patrol operation), Active e-ion Air Purifying system main
connector to PCB is opened.

=  Troubleshooting Methods
e Connect the connector or stop operation (include during Patrol operation) to cancel the blinking.

o Abnormal Discharge error:
= Judgment Method

e During e-ion operation, feedback voltage is-Lo (at microcontroller) is detected, it is judged abnormal
discharge and stops power supplies to the Active e-ion Air Purifying system.

e Abnormal discharge is caused by ionizer or filter’s high voltage power supply short-circuits due to
water or dust adhesion, and so forth.

e When abnormal discharge occurred, every 30 minutes the unit supplies power to the Active e-ion Air
Purifying system.

o When abnormal discharge occurs for 24 times continuously, e-ion indicator blinks (not applicable for
e-ion Check Mode, where the error will shows immediately despite the 24 times counter)

=  Troubleshooting Method
e Press “PATROL/e-ion” button or “OFF/ON” button to stop the operation and check the Active e-ion
Air Purifying system main connector to PCB.
o After that, press “e-ion” button again to confirm the e-ion indicator not blinking.
e The 24 times counter will be clear after 10 minutes of normal operation or when operation stops.

=  Error Reset Method
e Press “OFF/ON” button to OFF the operation.
Press AUTO OFF/ON button at indoor unit to OFF the operation.
OFF Timer activates
Power supply reset

0 Active e-ion Air Purifying system breakdown error:
= Judgment Method
o When hi-feedback voltage (at microcontroller) supplied to filter during e-ion stop, Active e-ion Air
Purifying system breakdown error shows immediately.
e ltis due to indoor PCB or filter’s high voltage power supply damage.
e Operations except e-ion continue. Both Timer indicator and e-ion indicator blink.

= Troubleshooting Method
e Press “PATROL/e-ion” button or “OFF/ON” button to stop the operation.
e Change main circuit board or filter's high voltage power supply.
o When lo-feedback voltage supplied to Active e-ion Air Purifying system during e-ion operation, e-ion
indicator and Timer indicator stop blinking.
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12.16 ECO Patrol Operation

e A Pyoelectric infrared sensor is used to detect injection strength variation of infrared at setting area to determine
the presence or absence of human and its activity level. Human detection area is shown in figure below:

Top View
. ‘silla 2m B R
T I A b ™ v -"1_,
// ’{ I L) “ \\ "'»._‘H
4 ' 1 . s R L
Py ' I \ . » T
L 1 LY -
i °
hl L4
' 8m .
Angle of detection Area of detection

o ECO Patrol operation — Human presence/absence detection outlined flow
Process infrared sensor output signal
Human detection (movement) every 3 seconds.
v
Human detection records
Records human detection (movement) result for 30 seconds and determine its activity level i.e. Hi/Lo.
v
Presence / absence detection
Compares current and previous human detection result every 30 seconds to determine the presence
or absence of human.
v
Presence / absence determination
Based on human presence / absence detection, if human presence detection showed within 30
minutes, it is recognised that human is present. If human absence detection showed continuously for
more than 30 minutes, it is recognised that no human is present.

e ECO Patrol Sensor abnormality detection
(1) Connnector pulled out (disconnected), Wire cut Abnormality (Fix Output at Hi)

® Abnormal judgment start condition.
Start from ECO Patrol Sensor power ON, and end after 30 seconds.

@ Control content.
Judge ECO Patrol Sensor power level every 100ms.

® Abnormal Judgment condition.
When ECO Patrol Sensor has continues for 25 seconds Hi level.

(2) Circuit Abnormal (Fix Output Lo)
® Abnormal judgment start condition.
After ECO Patrol Sensor unit power ON, and after pressed 70 seconds.
@ Control content.
Judge ECO Patrol Sensor power level every 100ms.
® Abnormal Judgment condition.
When ECO Patrol Sensor has continues at Lo level for 25 seconds.

(3) Abnormal treatment
Any one of the above self-diagnosis result is abnormal
e Abnormal counter +1 and ECO Patrol Sensor power supply OFF.
o After ECO Patrol Sensor unit power is OFF for 5 seconds, Retry the ECO Patrol operation.

o When Abnormal counter reach 4 counts, ECO Patrol sensor abnormality is confirmed.
(Abnormal counter is cleared when sensor power ON and maintain normal for 120 seconds and above or
Clear Anormal counter by power reset)

Save ECO Patrol Sensor Abnormality H59 (no Timer LED blinking).
ECO Patrol Sensor operation OFF, but ECO Patrol LED maintain ON.
The unit still operate as normal.

Sensor error counter can be cleared only after power supply reset or AC Reset button on the remote
control is pressed.
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e ECO Patrol Demo Mode
= Press “Set” button continuously for 15 seconds by using pointer during Air Conditioner is OFF condition
to enter internal setting mode.
» Press “Timer Decrement” button to select “EC demo”.
= Press “Timer Set” button to toggle ECO Patrol Demo mode.
e Short "beep": Turn ON ECO Patrol Demo mode.
e Long "beep": Turn OFF ECO Patrol Demo mode.

\l/ o Press continously for 15s

SET

= P,'. ()
L RN Q- — — = Transmit Patrol default OFF/ON code
LA (Buzzer: OFF:Long Beep, ON:Short Beep)

=
— ES SET
R — )
L >— — — —=> Transmit Patrol demo code
LA (Buzzer: OFF:Long Beep, ON:Short Beep)
D A
—— ES SET
L ~ [ - e e e e - - -
LL >— — — =) Transmit ECO demo code '
& | {Buzzer: OFF:Long Beep, ON:Short Beep)
:] -~
= ES SET

—> Transmit check code
LA (Buzzer:Short Beep)

7

Control details:

e During ECO Patrol Demo mode, operation LED ON and horizontal vane will set to Auto Swing.
e When Hi activity judge, Fan speed change to Hi Fan and ECO Patrol LED ON.

e When Lo activity judge, Fan speed change to Lo Fan and ECO Patrol LED OFF.

o No setting temperature adjustment.
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During ECO Patrol operation, the internal setting temperature and fan speed are adjusted in order to provide
comfort and energy saving.

ECO Patrol Start condition.
= Press ECO Patrol button to select ECO1 and ECO2.

ECO Patrol Stop condition.
= Press ECO Patrol button again.
OFF Timer activates.
Press OFF/ON button to turn off the air conditioner.
Press AUTO OFF/ON button to turn off the air conditioner.
Press POWERFUL/QUIET button.
Press Mild Dry Cooling button.

ECO Patrol operation could ON when any of the following conditions is fulfilled:
= During forced cooling or forced heating operation.
= During e-ion or individual patrol operation.

Power Failure
= ECO Patrol operation will be resuming after recovered from power failure.

Timer Operation
=  When unit is turn on by ON Timer and ECO Patrol operation is ON during previous operation before OFF,
ECO Patrol operation will not be ON automatically.
=  When unit is turn on by ON Timer and ECO Patrol operation is OFF during previous operation before
OFF, ECO Patrol operation will not be ON automatically.

Other Information
= ECO Patrol, Powerful, Quiet and Mild Dry Cooling cannot be operated at the same time.
= ECO Patrol sensor initialized time is 70 seconds from power supplied to ECO Patrol sensor, or 70
seconds from the operation start.
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(For Cooling and Soft Dry Operation)

e ECO 1 Operation

Activity Level Low : High : None

+2°C

Se‘ AEEEEEERERREE sansnnn R
Temperature
-1°C
Fan Speed Set Speed +1tap Up Set Speed Med Fan
e ECO 2 Operation

Activity Level Low : High : None

Se‘ llllllllllllllllllllllllllll AREEERERERREE
Temperature
10C
Fan Speed Set Speed i +ltapUp :  SetSpeed Med Fan
(For Heating Operation)
e ECO 1 Operation
Activity Level Low : High : None
Set oo
Temperature
1°C -2°C
Fan Speed Set Speed Set Speed Set Speed
e ECO 2 Operation
Activity Level Low : High : None
Set
Temperature
-1°C -3°C
Fan Speed Set Speed Set Speed Set Speed
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e ECO Patrol Sensor abnormality check mode
e Purpose is to improve sensor serviceability when sensor is malfunction.
(1) Control starting condition
When all of the conditions are formed
= Notin ECO Patrol Demo mode.
= ECO Patrol mode ON.
=  When ECO Patrol sensor check mode signal is received; the procedure of selection is as shown:
e Press “Set” button continuously for 15 seconds by using pointer to enter internal setting mode.
e Press “Timer Decrement" button to select “CHC”.
e Confirm setting by pressing “Timer Set” button, a “beep” sound will be heard.

S‘:T Press continously for 15s
p— SET
=| HL ()
~{ L %— — — = Transmit Patrol default OFF/ON code
L (Buzzer: OFF:Long Beep, ON:Short Beep)
:] o~
— o SET
[ — )
hL >— — — => Transmit Patrol demo code
L (Buzzer: OFF:Long Beep, ON:Short Beep)
D -~
—— - SET
L —
LL >— — — = Transmit ECO demo code
L (Buzzer: OFF:Long Beep, ON:Short Beep)
‘:E I‘ll:l
[: o~
p - SET

— o = o = m— — oy

—> | Transmit check code |
LA | (Buzzer:Short Beep)

1

-~

==

(2) Control ending condition.
When any of the conditions are formed
= Operation stops.
=  “Timer Cancel” button pressed.
=  When ECO Patrol sensor check mode signal is not received for more than 30 seconds.

(3) Control content.
= During ECO Patrol mode ON, when check signal is received, if (1) or (2) is detected.
ECO Patrol LED start blinking (ECO Patrol sensor operation stops but the unit operates as normal) and
ECO Patrol sensor abnormal code is memorized (the 4 times counter is ignored)
= The blinking of ECO Patrol LED can be cancelled by pressing ECO Patrol button again.
= Sensor error counter can be cleared only after power supply reset or “AC Reset” button on remote
control is pressed.

However, if there is no ECO Patrol sensor abnormally happen, ECO Patrol sensor operation will continues as normal.
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13. Protection Control
(For A9/12KK)

13.1 Restart Control (Time Delay Safety Control)

e When the thermo-off temperature (temperature which compressor stops to operate) is reached during: -
0 Cooling/Heating operation - the compressor stops for 3 minutes (minimum) before resume operation.
0 Soft Dry operation - the compressor stops for 6 minutes (minimum) before resume operation.

o If the operation is stopped by the remote control, the compressor will not turn on within 3 minutes from the
moment operation stop, although the unit is turn on again within the period.

e This phenomenon is to balance the pressure inside the refrigerant cycle.

13.2 7 Minutes Time Save Control

e The compressor will start automatically if it has stopped for 7 minutes and the intake air temperature falls
between the compressor ON temperature and compressor OFF temperature during the period.
e This phenomenon is to reduce the built up humidity inside a room.

13.3 60 Seconds Forced Operation

e Once the air conditioner is turned on, the compressor will not stop within 60 seconds in a normal operation
although the intake air temperature has reached the thermo-off temperature. However, force stop by pressing the
OFF/ON operation button at the remote control is permitted.

e The reason for the compressor to force operate at minimum 60 seconds is to allow the refrigerant oil run in a full
cycle and return back to the outdoor unit.

13.4 Starting Current Control

e When the compressor, outdoor fan motor and indoor fan motor are simultaneously started, the indoor fan motor
will start to operate at 1.6 second later.
e The reason of the difference is to reduce the starting current flow.

13.5 Freeze Prevention Control

e To protect indoor heat exchanger from freezing and to prevent higher volume of refrigerant in liquid form return to
compressor.

e This control will activate when the temperature of indoor heat exchanger falls below 2°C continuously for more
than 4 minutes.

e The current fan speed will change to freeze prevention speed after 70 seconds compressor on. When indoor pipe
temperature reaches certain temperature for 5 sec. the speed will be increased as in below figure.

r N

A 4 :
. RPM shift
(ID temp) Pipe 7.0°C
M
6.0°C 5.0°C
+20
4.0°C 3.0°C
+40

2.0°C
+70

(

e Compressor will turn off when indoor temperature falls below 2°C for more than 4 minutes. It will restart again
when indoor heat exchanger temperature rises to 10°C.
e Restart control (Time Delay Safety Control) will be applied in this control.
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13.6 Compressor Reverse Rotation Protection Control

e |f the compressor is operating continuously for 5 minutes or longer and the temperature difference between
intake air and indoor heat exchanger is 2.5°C (cooling mode)/5°C (heating mode) or less for continuous 2
minutes, compressor will stop and restart automatically.

o Time Delay Safety Control is activated before the compressor restart.

* Compressor starts for = 5 minutes

* A T £2.5°C for 2 minutes (cooling mode) - ComgLersor ‘ Co:‘;str:iﬁor
* A T <£5°C for 2 minutes (heating mode)

AT = Intake air temperature - Indoor heat exchanger temperature
e This is to prevent compressor from rotate reversely when there is an instantaneous power failure.

13.7 Dew Prevention Control

e To prevent dew formation at indoor unit discharge area.
e This control will be activated if:-
0 Cooling mode or Quiet mode.
o0 Remote Control setting temperature is less than 25°C.
o Fan speedis at CLo or QlLo.
o0 Room temperature is constant (+1°C) for 30 minutes.
o Compressor is continuously running.
o Fan speed and angle of horizontal louver (vertical airflow angle) will be adjusted accordingly in this control.
o0 Fan speed will be increased slowly if the unit is in quiet mode but no change in normal cooling mode.
e Dew prevention stop condition.
0 Remote control setting temperature is more than 25°C.
o Fan speed is not set at CLo or QLo.
o0 Select Powerful operation.

13.8 30 Minutes Time Save Control

e The compressor will start automatically if it has stopped for 30 minutes and the intake air temperature falls
between the compressor OFF temperature and compressor ON temperature during the period.

e This is to maintain the room temperature as set. Despite of this, it is to prevent a wrong judgement of intake air
temperature due to poor installation near the sensor area.

13.9 Compressor Overload Protection Control

Outdoor Fan Control
o |f the temperature of the indoor heat exchanger rises to 51°C, outdoor fan stops. The outdoor fan restarts when
the indoor heat exchanger temperature falls to 49°C.

Compressor high pressure protection

e |f the indoor heat exchanger becomes 65°C or more, the compressor will stop and restart automatically.
(Time Delay Safety Control - 4 minutes waiting).

e This is to reduce the pressure, as to reduce the indoor heat exchanger temp. Nevertheless, is to protect the
compressor from overload of too high temperature.

13.10 4-Way Valve Control

e 4-way valve always on during Heating operation. (except deicing operation)

o When the unit is switched off by remote control during Heating operation, the 4-way valve stay at Heating
position for 5 minutes.

e This is to prevent the refrigerant flow process sound for being occur.
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13.11 Outdoor Fan Motor Control

e When compressor stops (reaches room temperature), outdoor fan will operate for 30 seconds (forced operation).
e This is to release the heat and to obtain the lowest pressure as fast as possible.

13.12 Hot Start Control

Hot start control is to prevent cool air discharge into room when heating operating starts.
Hot start is executed after heating operation starts and deice operation is completed.
Indoor fan control during hot start is shown below:

Indoor Pipe Temperature Indoor Fan
>30°C OFF
30°C<t=34°C SLo
t=34°C Lo-

When indoor pipe temperature over 34°C or maximum 40 minutes, hot start is completed.
During hot start and for hot start completed, intake thermostat is ignored and no Thermo OFF.

13.13 Cold Draft Prevention Control

This operation is to prevent the Cold Draft during Heating mode operation.
The operation will start when compressor OFF (Thermo OFF) during Heating operation.
For the first 30 sec. from compressor OFF (Thermo OFF), Indoor fan speed will operate accordingly to the Indoor

heat exchanger temperature as shown below:
Lo-

34°C —

ssto | 28°C

Indoor heat
exchanger
temperature

e After 30 sec. from compressor OFF (thermo OFF), Indoor fan will run at SSLo speed only.

e Anti Cold Draft Control will stop when:
o0 Intake temperature < set temperature. (Time Delay Safety Control 4 minutes waiting is valid)
o 30 Minutes Time Save Control activates.
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13.14 Deice Control

Deice starts to prevent frosting at outdoor heat exchanger.

e Normal Deice

Deice operations detection commences after 30 minutes of Heating operation starts or 60 minutes after previous
deice operation. If the TRS (Thermal Reed Switch) senses the outdoor piping temperature drops to -3°C (TRS

CLOSE) or less for 50 sec. continuously during compressor is in operation, deice will start.
(There is no detection during Outdoor Fan stops.)

e Overload Deice

During heating operation, if the outdoor Fan OFF duration (due to overload protection control) is accumulated up
to 60 minutes and after compressor starts for 1 minutes, deice starts.

e Deice ends when

1. 12 minutes after deicing operation starts;
2. TRS senses the outdoor piping temperature rises to 4°C (TRS OPEN).

% Deice will not end immediately as time delay (Td) is valid as shown below:

Time taken from deicing starts
to TRS OPEN (T)

Deice recovery time

Td (seconds)

T < 1 minute 1 min. wait (Min.)
1 minutes < T < 3 minutes T
3 minutes < T < 8 minutes T + 60 sec. 60
8 minutes < T < 11 minutes T+ 120 sec. 120

T > 11 minutes

12 min. wait (Max.)

e Once deice operation starts, it will not end for 60 seconds.

o After deice operation, compressor stops for 30 seconds and 4-way valve stays at cooling position for 10 seconds.
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Normal Deice Time Diagram

a b ¢ d e f g h i | k I m n o p q r s t u v
Indoo 41°C
Heat ' T / \
Exchanger ~ 34°C \ l
Temp. 30°C .
TRS —
Ouidoor  (Oren) _
Heat —
Excha Close) | P — P, ——
Tomp. RS — =
)
Time Frame 60" |20")20"|12'|10"| 20" 60’ 20" 20" 12' 10"| 20" 60’
| 30) 30
@ Z R 2% R
Compressor = 2., & - ?;2:7 é? Z% 7/ g,‘/ ;2
4-way Valve Z A////éﬁg% /A%féﬁ
Indoor Fan Lo ¥ Lo - - ;L/oj;m;éy _ St }o/%
Outdoor Fan S Aﬁ/ - /%g ééy ot gy V%/
Operation LED AT Aé e 4// D Pl Dt D /%% Z
<Description of operation> @ : Blinking
a-c . Deicing operation judging condition established = ;
c—-e,l-n : Deicing operation (timer detected) ZZ] Operation
e-h . Deice operation (timer detected) [] stop
h-i,r-s : Hot start (no thermo OFF) o tion
i-j,s=t  : Nothermo OFF (after finished hot start) BR Jhsten”
n-r . Deicing operation (TRS detected) )
Td : Time Delay
Overload Deice Time Diagram
a b ¢ d e f g h i i k I m n o p q r s t u v w
51°C =
Indoor R \ ,’ N, J/ ] /
Heat 49°C \ 4 A" T
Exchanger \ /
Temp' 41 °C \ / \
34°C <
30°C \ ) v
(TRS) 1
IC_i!utdoctr (Open) T
eat 4°C P~ =
Exchanger ¢, o T~ — — -
Temp. _308
Td
Min [~
Time Frame 60' 20| 20" 1 [ 10720 60' [ 20" 20°| 122 | 107 20
Max
12’
Z 7z = A o o 7z =
Compressor gééy Z /éé?é%éé/ Z - ?
LN~ __EEmM-Z '’ T~ — z7
Indoor Fan é,‘//é - ’%’;é//g? HEE
Outdoor Fan - 745/ - ?ééé??/??éy ot ??V%
Operation LED A7 78 /gﬁ G55
<Description of operation>
a-d, m-p : Overload control. (intergrate) @ : Blinking
d-f,p-r : Preparation time for Deicing - ]
f=| : Overload deicing (timer detected) Operation
i—j . Hot start (indoor fan OFF) D Stop
-k . Hot start (indoor fan SLo) -
r—t : Overload control (TRS detected) Td: Time Delay
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(For A18/24/28KK)

(For 13.15 to 13.21 information applies only to Cooling and Soft Dry Operation)

13.15 Restart Control (Time Delay Safety Control)

e When the thermo-off temperature (temperature which compressor stops to operate) is reached during:-
0 Cooling operation - the compressor stops for 3 minutes (minimum) before resume operation.
0 Soft Dry operation - the compressor stops for 6 minutes (minimum) before resume operation.

o |If the operation is stopped by the remote control, the compressor will not turn on within 3 minutes from the
moment operation stop, although the unit is turn on again within the period.

e This phenomenon is to balance the pressure inside the refrigerant cycle.

13.16 7 Minutes Time Save Control

e The compressor will start automatically if it has stopped for 7 minutes and the intake air temperature falls
between the compressor ON temperature and compressor OFF temperature during the period.
e This phenomenon is to reduce the built up humidity inside a room.

13.17 60 Seconds Forced Operation

e Once the air conditioner is turned on, the compressor will not stop within 60 seconds in a normal operation
although the intake air temperature has reached the thermo-off temperature. However, force stop by pressing the
OFF/ON operation button at the remote control is permitted.

e The reason for the compressor to force operate at minimum 60 seconds is to allow the refrigerant oil run in a full
cycle and return back to the outdoor unit.

13.18 Starting Current Control

¢ When the compressor, outdoor fan motor and indoor fan motor are simultaneously started, the indoor fan motor
will start to operate at 1.6 second later.
o The reason of the difference is to reduce the starting current flow.

13.19 Freeze Prevention Control

o |f the temperature of the indoor heat exchanger falls below 2°C continuously for 4 minutes or more, the
compressor turns off.
The fan speed setting remains the same.

e This phenomenon is to protect the indoor heat exchanger from freezing and to prevent higher volume of
refrigerant in liquid form returning to the compressor.

e Compressor will restart again when the indoor heat exchanger temperature rises to 10°C (Recovery).

o Restart control (Time Delay Safety Control) will be applied in this Control if the recovery time is too short.

Indoor Heat
Exchanger
Temperature

Recove
() 10 Y

/

Compressor OFF
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13.20 Compressor Reverse Rotation Protection Control

e |f the compressor is operating continuously for 5 minutes or longer and the temperature difference between
intake air and indoor heat exchanger is 2.5°C or less for continuous 2 minutes, compressor will stop and restart
automatically.

o Time Delay Safety Control is activated before the compressor restart.

* Compressor starts for = 5 minutes Compressor Compressor
* AT <25°C for 2 minutes - OFF - restarts

s T = Intake air temperature - Indoor heat exchanger temperature
e This is to prevent compressor from rotate reversely when there is an instantaneous power failure.

13.21 Dew Prevention Control

e To prevent dew formation at indoor unit discharge area.
e This control starts if:
o Cooling mode or Quiet mode is activated.
0 Remote Control setting temperature is less than 25°C.
o Fanspeedis atLo or QLo.
0 Room temperature is constant (+1°C) for 30 minutes.
o Compressor is continuously running.
e Fan speed, angle of horizontal louver (vertical airflow angle) and angle of vertical louver (horizontal airflow angle)
will be adjusted accordingly in this control.
o Fan speed will be increased slowly if the unit is in quiet mode and Lo fan speed.
o The angle of horizontal louver will be changed as table below:
o0 The angle of vertical louver will be changed as table below:
e Dew prevention stop condition
0 Remote control setting temperature is more than 25°C.
o Fan speed is not set to Lo or QLo.
0 Select Powerful operation.

(For 13.22 to 13.23 information applies only to Heating Operation)

13.22 Restart Control (Time Delay Safety Control)

e When the thermo-off temperature (temperature which compressor stops to operate) is reached during:-
0 Heating operation - the compressor stops for 3 minutes (minimum) before resume operation.

e If the operation is stopped by the remote control, the compressor will not turn on within 3 minutes from the
moment operation stop, although the unit is turn on again within the period.

e This phenomenon is to balance the pressure inside the refrigerant cycle.

13.23 Compressor Reverse Rotation Protection Control

e If the compressor is operating continuously for 5 minutes or longer and the temperature difference between
indoor heat exchanger and intake air is 5°C or less for continuous 2 minutes, compressor will stop and restart
automatically.

o Time Delay Safety Control is activated before the compressor restart.

« Compressor starts for = 5 minutes Compressor Compressor
+ AT <5°C for 2 minutes OFF restarts

s T = Indoor heat exchanger temperature - Intake air temperature
e This is to prevent compressor from rotate reversely when there is an instantaneous power failure.
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13.24 Overload Protection Control

e  Outdoor Fan Control
o0 If the temperature of the Outdoor Heat Exchanger less than -3°C, Outdoor Fan is ON. The Outdoor Fan stop,
when Outdoor Heat Exchanger temperature is Tb or more according to Outdoor Air Temperature region as
table below:
The Outdoor Fan restarts when the indoor heat exchanger temperature falls to 49°C.

Outdoor Air o o o o o o o °
Temperature <10°C 210°C ~<15°C| 25°C~<20°C [220°C ~<25°C 225°C omdoolglr:Fan
Tb 25°C 23°C 21.5°C 20.5°C 20.5°C

During starting of Heating mode and after deice, Outdoor Fan ON for 90 sec. (Hi).

o  Compressor High Pressure Control
o0 If the indoor heat exchanger becomes 68°C or more, the compressor will stop and restart automatically.
o Time Delay Safety Control is activated before the compressor restart.

Indoor heat exchanger - Compressor - c
ompressor restarts
temperature >68°C OFF P

13.25 4-Way Valve Control

e 4-way valve always on during Heating operation. (except deicing operation)

o When the unit is switched off by remote control during Heating operation, the 4-way valve stay at Heating
position for 5 minutes.

e This is to prevent the refrigerant flow process sound for being occur.

13.26 Hot Start Control

e Hot Start Control is to prevent cool air discharge into the room when heating operation start.
¢ When Heating operation starts, Indoor fan will not start until the indoor heat exchanger reaches 30°C as diagram
shown.

42°C —
34°C Lo

30°C — Lo | |:| Hot Start Control

Indoor
Fan OFF

A7)

A\ 4

Indoor heat
exchanger
temperature

e Hot start is completed when indoor heat exchanger rises to 42°C or operation over 4 minutes.
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13.27 Cold Draft Prevention Control

30 sec.
Indoor Lo™
Fan SLo
Motor  gsLo
OFF
4 min. minimum
Compressor

OFF

When COMP = Thermal OFF, indoor fan speed immediately changed to Lo™ for
30 sec., follow by SSLo speed until COMP = ON.

13.28 Deice Control

Deice starts to prevent frosting at outdoor heat exchanger.

Normal Deice

Deice operation detection commences in Heating operation starts or 60 minutes after previous deice operation. If
the outdoor piping temperature drops to -4°C for 50 sec. continuously during compressor is in operation, deice
will start.

(There is no detection during Outdoor Fan stops.)

Overload Deice

During heating operation, if the outdoor Fan OFF duration (due to overload protection control) is accumulated up
to 60 minutes and after compressor starts for 1 minute, deice starts.

Deice ends when

(a) 12 minutes after deicing operation starts;

(b) The outdoor piping temperature rises to about 12°C.

After deice operation, compressor stops for 30 seconds and 4-way valve stays at cooling position for 10 seconds.
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a) Normal Deice Time Diagram

abcdef gh i jk I mnopgrstuyv
42°C "‘"'--..__‘__--‘\ f"""\\
Indoor 34°C
Heat
Exchanger .,
Temp. 30°C N \ >
12°C
Outdoor TN N
Heat \'\ ’/ \
Exchanger 40 - N / N\
Temp. ™~ max N[V ~—
8§
60° |20"20"| [10’|20” 60’ 20"|20" 10'|20"] 60’
Basic Time mg’x <30°C Fl’ipe mex <30°C Plipe
/
Compressor — = — == =
—— — — 1 — — ————
4-ways valve g’%fﬁ == === gg%gj?é
— = L = —
Indoor Fan ﬁ% sCo f:% Sﬁ;]ﬁﬁ%
— — — —
Outdoor Fan 5 ?: = —
_ I o e e — — — — = —
Operation LED = sS85
<Description of operation> ® :Blinking
a-c Deicing gperz.ation judging condition established Z—] Operation
c—e,l—=n : Preparation time
e-h Deicing operation (timer detected) |:| Stop
h-ir-s Hot start (no thermo OFF) .
i—j,s—t No thermo OFF (after finished hot start) E Operation or stop
b) Overload Deice Time Diagram
a b ¢ d e f g i i k | m n o p q r
12°C
Outdoor s
Piping Tb e — ~
Tem. NIZAN \ /
-3°C ~ = =
-4°C
Max
60’ 20"( 20" : 60’
Basic Time — Max 4 —
12’ (10" 20"
Compressor /77777777377, % 0 700
4-wayValve [0 N 0007 7
Indoor Fan v 0000 % %7
Outdoor Fan v, WA U2 7 %
Operation LED |77/ /A % % %% st %

<Description of operation>

a—i
i—1
I-m
m-—r
g-i

: Overload control
: Overload deicing
: Hot start

: Overload control
: Preparation for overload deicing (For normal R22 control,

@® : Blinking
Operation

|:| Stop

operation for g — i is not included, applicable only for new

refrigerant model).
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14. Servicing Mode
14.1 Auto OFF/ON Button

Auto OFF/ON Auto OFF/ON Auto OFF/ON
Button Pressed Button Pressed Button Pressed
5 sec 5 sec
Auto Operation Test Run Operation Stop Various Setting Mode Stop
(Forced Cooling Operation)
“Beep” 2 x “Beep”

1  AUTO OPERATION MODE
The Auto Operation will be activated immediately once the Auto OFF/ON button is pressed. This operation
can be used to operate air conditioner with limited function if remote control is misplaced or malfunction.

2 TEST RUN OPERATION (FOR PUMP DOWN/SERVICING PURPOSE)
The Test Run Operation will be activated if the Auto OFF/ON button is pressed continuously for more than 5
seconds. A “beep” sound will be heard at the fifth seconds, in order to identify the starting of this operation.

3 VARIOUS SETTING MODE
The Various Setting Mode will be activated if (within 20 seconds of Test Run Operation) the Auto OFF/ON
button is pressed for more than 5 seconds. 2 “beep” sounds will be heard to identify the starting of this
operation.
Under Various Setting Mode, user could perform the following operation:
i. Press Auto OFF/ON button to toggle remote control receiving sound.
- Short “beep”.  Turn ON remote control receiving sound.
- Long “beep”: Turn OFF remote control receiving sound.

After Auto OFF/ON button is pressed, the 20 seconds counter for Remote Control Receiving Sound OFF/ON
Mode is restarted.
ii. Remote Control Number Switch.

- There are 4 types of remote control transmission code could be selected and stored in EEPROM of
indoor unit. The indoor unit will only operate when received signal with same transmission code from
remote control. This could prevent signal interference when there are 2 or more indoor units installed
nearby together.

- To change remote control transmission code, short or open jumpers at the remote control printed circuit

board.
2 - Remote Control Printed Circuit Board
ko 5 A Jumper A (J-A) Jumper B (J-B) Remote Control No.
e om o M ’ﬁ Short Open A (Default)
s : J-B Open Open B
° :_'_'_'j""é..J Short Short C
o Myeeo §- ol Open Short D

- During Various Setting Mode, press any button at remote control to transmit and store the desired
transmission code to the EEPROM.

- After signal is received, the Various Setting Mode is cancelled and return to normal operation.

- If there is no code is transmitted of Auto OFF/ON button is not pressed within 20 seconds, the
Various Setting Mode will be cancelled.
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14.2 Remote Control Button

14.2.1 SET Button

e To check current remote control transmission code and store the transmission code to EEPROM:
0 Press “Set” button continuously for 10 seconds by using pointer.
0 Press “Timer Set” button until a “beep” sound is heard as confirmation of transmission code change.
e To change the air quality sensor:
0 Press and release by using pointer
o0 Press the Timer Decrement button to select sensitivity:
1. Low sensitivity
2. Standard (Default)
3. Hi sensitivity
o Confirm setting by pressing Timer Set button, a “beep” sound will be heard. LCD returns to original display
after 2 seconds.
0 LCD returns to original display if remote control does not operate for 30 seconds.

14.2.2 RESET (RC)

e To clear and restore the remote control setting to factory default.
0 Press once to clear the memory

14.2.3 TIMER A

e To change indoor unit indicators’ intensity:
o0 Press continuously for 5 seconds.

14.24 TIMER VY

e To change remote control display from Degree Celsius (°C) to Degree Fahrenheit (°F)
0 Press continuously for 10 seconds.
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15. Troubleshooting Guide

15.1 Refrigeration cycle system

In order to diagnose malfunctions, make sure that there are no Normal Pressure and Outlet Air Temperature (Standard)
electrical problems before inspecting the refrigeration cycle. Gas Pressure Outlet air
Such problems include insufficient insulation, problem with the « '>"P32G Tem&eorature
power source, malfunction of a compressor and a fan. (kgfem’G) (C)

The normal outlet air temperature and pressure of the Cooling Mode | 0.4 ~ 0.6 (4 ~ 6) 12~16
refrigeration cycle depends_on various conditio_ns, the standard Heating Mode | 1.5~ 2.1 (15 ~ 21) 36 ~ 45
values for them are shown in the table on the right.

Condition: Indoor fan speed = High
Outdoor temperature 35°C at the cooling
mode and 7°C at the heating mode

Difference in the intake * Measuring the air temperature
and outlet — Normal difference
air temperatures More than 8°C

(15 minutes after an
operation is started.)
at the cooling mode.
More than 14°C
(15 minutes after an
operation is started.)
at the heating mode.

Less than 8°C at the cooling mode
Less than 14°C at the heating mode

Value of electric Higher than spacified Dusty condenser » Measuring electric current
current during operation preventing heat radiation during operation
Excessive amount
of refrigerant

Lower than specified

Cooling Mode  High . .
- I * Measuring gas side pressure
Inefficient compressor
=) 3

Insufficient refrigerant

Gas side
pressure

Clogged strainer or
capillary tube

Inefficient compressor

Heating Mode

Insufficient refrigerant

Clogged strainer or
capillary tube
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15.1.1 Relationship between the condition of the air conditioner and pressure and

electric current

Cooling Mode Heating Mode
Condition of the
air conditioner Low Pressure | High Pressure dlilﬁﬁg'g;:;ﬁg; Low Pressure | High Pressure d'i'ﬁﬁg'g;ggﬁg;
Insufficient refrigerant . . . . . N
(gas leakage)
Clogged cap.lllary tube or N N N N N N
strainer
Short circuit in the indoor unit A ] N 7 7 7
Heat radiation deflcu_ency 2 2 2 . . N
of the outdoor unit

Inefficient compression ? Y] A 7 N N

» Carry out the measurement of pressure, electric current, and temperature fifteen minutes after an operation is started.

15.1.2 Diagnosis methods of a malfunction of a compressor and 4-way Valve

Nature of fault

Symptom

Insufficient compressing of a compressor

Electric current during operation becomes approximately 20% lower than the normal value.

.

The discharge tube of the compressor becomes abnormally hot (normally 70°C to 90°C).

.

The different between high pressure and low pressure becomes almost zero.

Locked compressor

.

Electric current reaches a high level abnormally, and the value exceeds the limit of an
ammeter. In some cases, a breaker turns off.

.

The compressor has a humming sound.

Insufficient switches of the 4-way valve

.

Electric current during operation becomes approximately 80% lower than the normal value.

The temperature different between from the discharge tube to the 4-way valve and from
suction tube to the 4-way valve becomes almost zero.
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16. Disassembly and Assembly Instructions

A\ warninG

High Voltage is generated in the electrical parts area by the capacitor. Ensure that the capacitor has discharged sufficiently before proceeding with
repair work. Failure to heed this caution may result in electric shocks.

16.1 CS-A9KKD CS-A12KKD

16.1.1 Indoor Electronic Controllers, Cross Flow Fan and Indoor Fan Motor Removal
Procedures

16.1.1.1 To remove front grille

3. Hold both sides of the front grille and
remove it by pulling up and toward
yourself gently.

1. Lift to open the horizontal vane
gently.

2. Remove 2 caps and 2 screws at the
bottom of discharge vane.

Figure 1

16.1.1.2 To remove power electronic controller

2 Hooks (left hand side)

5. Remove the control
board cover by
releasing the 2 hooks.

4, Detach receiver complete and remove the eco patrol complete by screw.

Figure 2
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10. Pull out the main 11.
electronic controller and

power electronic

controller halfway.

L I )
R CYTPTRTITTT THITNNS

I il T
|

ol‘“r

RY-PWR connectors N
(black & brown) a

6.

Detach 6 connectors as labeled from
the electronic controller. Then pull out
main controller gently

CN-DATA1

Remove screw to
remove terminal board
complete.

Detach the HV+ (White) &
HV- (Black) terminal
wires, CN1 and GND then
remove the high voltage
generator.

Detach the CN-DISP
connector then remove
the indicator complete.

Detach the Earth wire

Figure 4

12. Detach the AC303, RY-PWR and
CN-PCFM connectors from the
electronic controller. Then pull out
power electronic controller gently.

Figure 5

13. Pull out to remove the drain hose
from the discharge grille

h 14. Then pull the discharge grille

downward gently to dismantle it

Figure 6
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16.1.1.4 To remove control board

o e e, *

A e 1

U

Figure 7

16.1.1.5 To remove cross flow fan and indoor fan motor

Figure 8

18. Remove the bearing by pulling it
out gently

17. Remove the screw from the
evaporator.

Figure 9
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15. Remove 4 screws holding the
control board then pull out the
control board.

16. Remove the screw that holding

the cross flow fan and fan motor
axis.



19. Push the holdfast to the left and lift up the evaporator.

Evaporator

Cross flow fan 21. Fan motor can be removed after the
removal of cross flow fan.

Reminder: To reinstall the fan motor, adjust

the fan motor connector to 45° towards you

before fixing control board.

20. Remove the cross flow fan from the unit by
pulling it to the left and downward.

Figure 10

Cross Flow Fan

Reminder: To reinstall the cross flow
fan, ensure cross flow fan is in line as
shown in figure 11

Figure 11
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A\ warniNG

High Voltage is generated in the electrical parts area by the capacitor. Ensure that the capacitor has discharged sufficiently before proceeding with
repair work. Failure to heed this caution may result in electric shocks.

16.2 CS-A18KKD CS-A24KKD CS-A28KKD

16.2.1 Indoor Electronic Controllers, Cross Flow Fan and Indoor Fan Motor Removal
Procedures

16.2.1.1 To remove front grille

Hold both sides of the front grille and
remove it by pulling up and toward
yourself gently.

1. Lift to open the horizontal vane

2.  Remove 3 caps and 4 screws at the and intake grille gently.

bottom of discharge vane.

Figure 12

16.2.1.2 To remove horizontal vane

4. Bend the horizontal vane slightly 5. Release the hooks from 2 6. Release the hook that holds the
to remove vane’s shaft from body. fulcrums. vertical vanes.

Figure 13
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16.2.1.3 To remove power electronic controller
2 Hooks (left hand side)

8. Remove the control
board cover by
releasing the 2 hooks.

7. Detach receiver complete and remove the eco patrol complete by screw.

Figure 14
13. Pull out the main 14. Detach 6 connectors as labeled from
electronic controller and the electronic controller. Then pull out
power electronic main controller gently

controller halfway.

. @—————  CN-DATA1

LR

12. Remove screw to
remove terminal board
complete.

11. Detach the HV+ (White) &
HV- (Black) terminal
wires, CN1 and GND then

remove the high voltage —
................................. generalcr- ; - .\ CN-TH
{35 - CN-STM2
10. Detach the CN-DISP NS —— CN-sTM1
connector then remove :

the indicator complete. CN-RCV

9. Detach the Earth wire Y / @0 —— CN-CLN

Figure 15 Figure 16

AC-WHT connector

Detach the earth wire from the
terminal board then detach the
AC303, RY-PWR and CN-FM
connectors from the electronic
controller. Then pull out power
electronic controller gently.

RY-PWR connector ———=p

(black and brown)

CN-FM (WHT) —— >

£t

Figure 17
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16.2.1.4 To remove discharge grille

P 17. Remove stepping motor lead wire
connectors (2 pcs).

v 16. Pull out to remove the drain hose

“ 18. Then pull the discharge grille

downward gently to dismantle it

Figure 18

16.2.1.5 To remove control board

..... hmmr QU

1 Wi T TyIm
1 mJJ.I!irrrII|III||:| ||||;'|muuuuuml.uawmm
I IR L

TR 0 N1 1118 | "
'uMuum:n“”ll i MMM
L
Wi 1] 1s

Figure 19

16.2.1.6 To remove cross flow fan and indoor fan motor

Figure 20

97

from the discharge grille

19. Remove 4 screws holding the
control board then pull out the
control board.

20. Remove the screw that holding

the cross flow fan and fan motor
axis.



22. Remove the bearing by pulling it
out gently

21. Remove the screw from the
evaporator,

Figure 21

23. Push the holdfast to the left and lift up the evaporator.

Evaporator 24. Remove the cross flow fan from 25. Fan motor can be removed after the
the unit by pulling it to the left and removal of cross flow fan.
downward.

Reminder: To reinstall the fan motor, adjust
the fan motor connector to 45° towards you
before fixing control board.

Figure 22

Cross Flow Fan

Reminder: To reinstall the cross flow
fan, ensure cross flow fan is in line as
shown in figure 23.

Figure 23
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Technical Data

17.

17.1 Thermostat Characteristics

e Soft Dry
(*C)

¢ Cooling

Cooling ON

Cooling OFF =

Set Temperature,

Soft Dry OFF, Soft Dry ON
Diff. 1.5°C

Diff. 1.0°C
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28 30 (°C)

16 18 20 22 24 26

26 28 30 (°C)

16 18 20 22 24

Thermostat Setting (Remote Control)

Thermostat Setting (Remote Control)

¢ Heating

COMP. ON

COMP. OFF
diff. 2.0°C

30 (°C)

28

26

Thermostat setting (remote control)
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17.2 Operation Characteristics

17.21 CS-A9KKD CU-A9KKD

e Cooling Characteristic
0 Room temperature: 27°C (DBT), 19°C (WBT)
0 Operation condition: High fan speed (Rated Frequency)

o Piping length: 7.5m
| ——220v —=— 230V |
4.40
4.30
< 420 __,,.._-——-"""";/"
£ 4.00 ]
S 3.0 — —
380 ¥ —1
370
30 32 34 36 38 40

Outdoor Temperature (°C)

| —e—220v —=— 230V |
0.550
0.545 f/-
0.540 ——
0530
0525 -
0.520 —

. —

0515 —

0.510 —_
30 32 34 36 38 40
Qutdoor Temperature (°C)

Gas Side
Piping Pressure (MPa)

| ——220v —=— 230V

3.00

2.90
280 T—

2.70 —
\-\___

260
—
250 T

2.40 —¢

30 32 34 36 38 40
Qutdoor Temperature (°C)

Capacity (kW)

—e— 220V —=— 230V |

16.2
5 160 //*
e 15.8 /_/
% 156 S
= ]
15.0 /
30 32 34 36 38 40

Qutdoor Temperature (°C)
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e Piping Length Characteristic

0 Outdoor temperature:

0 Operation condition:

o Piping length:

Gas Side
Piping Pressure (MPa)

Current (A)

Capacity (kW)

Qutlet Air (°C)

35°C (DBT), 24°C (WBT)

High fan speed (Rated Frequency)

7.5m
| ——220v —=— 230v
4.30
420
e —
» — ‘-""‘"'--...._\-
4.00 —_"""""""--—-.._________“H:"““'-\m
3.90 "““'\\T
3.80 !
3 6 7 8 9 10
Piping Length (m)
| ——220v —8— 230v
0.570
0.560
0.550
0.540 —
0.530
0520 o~
E o
0510 .
0500 \T
0.490 |
3 6 7 8 9 10
Piping Length (m)
| ——220v —=— 230v
270 w —
—
2.65 ]
2.60
255
2.50 !
3 6 7 8 9 10
Piping Length (m)
—e— 220V —8— 230V |
15.9 /l
158 -
7
157 /
15.6 /-/
-l"".'-’/
155 ®
3 6 7 8 9 10

Piping Length (m)
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Heating Characteristic

0 Room temperature:
0 Operation condition:

o Piping length:

Gas Side
Piping Pressure (MPa)

Current (A)

Capacity (kW)

Qutlet Air (°C)

20°C
High fan speed (Rated Frequency)
7.5m

3.80
3.60
3.40
3.20
3.00
2.80

1.700
1.600
1.500
1.400
1.300
1.200

3.40
3.20
3.00
2.80
2.60
2.40

36.0
35.0
34.0
33.0
32.0
31.0

| —e—220v —=— 230V |

/t
/

/
P——

"1

7 12
Qutdoor Temperature (°C)

| ——220v —8— 230V |

1
——

———
/

2 7 12
Outdoor Temperature (°C)

| ——220v —8— 230V |

P!

/
//

 E——

7 12
Qutdoor Temperature (°C)

—e— 220V —8— 230V |

il
/
/
—

—

7 12
Outdoor Temperature (°C)
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e Piping Length Characteristic

0 Outdoor temperature:

0 Operation condition:

o Piping length:

Gas Side
Piping Pressure (MPa)

Current (A)

Capacity (kW)

Qutlet Air (°C)

7°C (DBT), 6°C (WBT)

High fan speed (Rated Frequency)

7.5m
| ——220v —=— 230v
3.50
3.40 l —
----'-'-u
3.30 I ——
—
3.20
3.10
3.00
3 4 6 7 8 9 10
Piping Length (m)
| ——220v —8— 230v
1,550 l\
1,500 |
1.450 —
1400 — e S
--‘_-"""-—“--‘"""ll
1.350
1.300
3 4 6 7 8 9 10
Piping Length (m)
| ——220v —=— 230v
3.00 —
2.90 — —
'-—-._-_-_—-
2.80 Hh"‘"‘“:?__—""“‘"h
‘-_-_-_-_--—-—"“—0
2.70
2.60
3 4 6 7 8 9 10
Piping Length (m)
—— 220V —8— 230V
35.0
34.5
.---...______—
34.0 —_—
--___-_--
——
335 N
33.0 .
3 4 6 7 8 9 10

Piping Length (m)
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17.2.2 CS-A12KKD CU-A12KKD

Cooling Characteristic
0 Room temperature:
0 Operation condition:
o Piping length:

]
27°C (DBT), 19°C (WBT)
High fan speed

7.5m

—— 220V —8— 230V |

5.70

5.50

//‘

530

5.10

Current (A)

_//

—

4.90

4.70

30 32

34

36 38 40

Outdoor Temperature (°C)

| —e—220v —=— 230V |

0.550

I

0.540
0.530

/

0.520

Gas Side

0510

/

———

—

Piping Pressure (MPa)

0500 -/

32

34

36 38 40

Qutdoor Temperature (°C)

| ——220v —=— 230V

3.90

3.80

3.70

3.60

3.50

Capacity (kW)

%

3.40

—

3.30
32

34

36 38 40

Qutdoor Temperature (°C)

—e— 220V —=— 230V |

14.4

.

14.2

—

14.0

13.8

/

136

Outlet Air (°C)

13.4

13.2

30 32

34

36 38 40

Qutdoor Temperature (°C)

1

04



e Piping Length Characteristic

0 Outdoor temperature:

0 Operation condition:

o Piping length:

Gas Side
Piping Pressure (MPa)

Current (A)

Capacity (kW)

Qutlet Air (°C)

7.5m

5.30

35°C (DBT), 24°C (WBT)
High fan speed

—— 220V —8— 230V

-

5.20
_I--._-__‘-
5.10 —e—
. R S— L
4.90
4.80
3 4 6 7 8 9 10 11 12 13 14 15
Piping Length (m)
| ——220v —8— 230v
0540
0.530
—
""-....___H
0.520 ~-_
"‘!\h‘\l‘““‘h—
0510 ~
"\u\‘\“
0.500 ~
"'N..__“_
0.490 ——e
3 4 6 7 8 9 10 11 12 13 14 15
Piping Length (m)
| ——220v —=— 230v
3.70
3.60
"---.--
-....____h
3.50 ‘2%_‘_&_
H-:'-"":-‘"‘--
———
3.40
3.30 }
3 4 6 7 8 9 10 11 12 13 14 15
Piping Length (m)
—e— 220V —8— 230V |
14.4
14.2
-
14.0 — T
L
13.8 S
136
3 4 6 7 8 9 10 11 12 13 14 15

Piping Length (m)
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Heating Characteristic

0 Room temperature:
0 Operation condition:

o Piping length:

Gas Side
Piping Pressure (MPa)

Current (A)

Capacity (kW)

Qutlet Air (°C)

20°C
High fan speed (Rated Frequency)
7.5m

7.00
6.50
6.00
5.50
5.00
4.50

2.000
1.900
1.800
1.700
1.600
1.500
1.400

4.60
4.40
4.20
4.00
3.80
3.60

| ——220v —=— 230v

A

2 7
Qutdoor Temperature (°C)

_——

12

| ——220v —8— 230V |

»

-

/

E——

2 7
Outdoor Temperature (°C)

12

| ——220v —8— 230V |

4

——F

L —

-+

2 7
Qutdoor Temperature (°C)

12

—e— 220V —8— 230V |

>

/

e

/

- ————

7
Outdoor Temperature (°C)
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e Piping Length Characteristic

0 Outdoor temperature:

0 Operation condition:

o Piping length:

Gas Side
Piping Pressure (MPa)

Current (A)

Capacity (kW)

Qutlet Air (°C)

7°C (DBT), 6°C (WBT)

High fan speed (Rated Frequency)

7.5m
| ——220v —=— 230v
5.60
5.40 +—
. ‘---....______.-‘-""--...._--....___H
5.00 —~—
""""'---...________:“"'""‘"---...__"
4.80 E*\T
4.60 !
3 4 6 7 8 9 10 11 12 13 14 15
Piping Length (m)
| ——220v —8— 230v
1.800
1780 1\
1760 4>
1740
1720
1700 T~
h"‘-\___
1680 ~ ]
1660 —
1640 —
3 4 6 7 8 9 10 11 12 13 14 15
Piping Length (m)
| ——220v —=— 230v
420 M
0\"‘-\.‘
410 —T—
"-“-
~oe
--\-""""--
3.90 ““-—h“““-u_.____‘___
3.80 01"
3 4 6 7 8 9 10 11 12 13 14 15
Piping Length (m)
—— 220V —8— 230V
44.0
430
42,
—~
-“""i-...‘_-‘--“
410 — —
'--..-_-_‘_
-I-n-.-_-_
40.0 —
3 4 6 7 8 9 10 11 12 13 14 15

Piping Length (m)
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17.2.3 CS-A18KKD CU-A18KKD

e Cooling Characteristic
0 Room temperature: 27°C (DBT), 19°C (WBT)
0 Operation condition: High fan speed

o Piping length: 5m
—— 220V —=— 230V |
8.60
8.40 fﬁ
< 820 ___.._-—;...-
= — |
E 800 —
£ 7.80 T ]
S 760 —
7.40 I;—"""
7.20
30 32 34 36 38 40

Outdoor Temperature (°C)

| ——220v —=— 230V |
0.505
0.500 //.
0.495 ——
0.490 /f
0.485
0.480 —
0.475 L
0.470 —

0465 ==
30 32 34 36 38 40
Qutdoor Temperature (°C)

Gas Side
Piping Pressure (MPa)

| ——220v —=— 230V

5.70
5.60 —
5.50 ~—

5.40 T~
5.30 \-\
5.20 ~

510 T~
5.00 \\.
4.90 :
30 32 34 36 38 40

Qutdoor Temperature (°C)

Capacity (kW)

—e— 220V —=— 230V |

15.2
15.0 //‘
148 —

146 ]

14.4 —
142 —

140
30 32 34 36 38 40

Qutdoor Temperature (°C)

Outlet Air (°C)
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e Piping Length Characteristic

0 Outdoor temperature:

0 Operation condition:

o Piping length:

Gas Side
Piping Pressure (MPa)

Current (A)

Capacity (kW)

Qutlet Air (°C)

35°C (DBT), 24°C (WBT)

High fan speed
5m

8.20
8.00
7.80
7.60
7.40
7.20

0.495
0.485
0.475
0.465
0.455
0.445
0.435
0.425

560
5.40
520
5.00
4.80
4.60

15.4
15.2
15.0
14.8
146
14.4

—— 220V —8— 230V

7

T T—_

/
/

— [t

i

—
T

—
3456 7 8 910111213141516171819202122232425
Piping Length (m)

/

—
—

| —e—220v —=— 230V

IS

N

™t

— =
34567 8 910111213141516171819202122232425
Piping Length (m)

| —e—220v —=— 230V

3456 7 8 910111213141516171819202122232425
Piping Length (m)

—e— 220V —=— 230V |

s

anl

:; 4 56 7 8 910111213141516171819202122232425
Piping Length (m)
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Heating Characteristic
o0 Room temperature:
0 Operation condition:
o Piping length:

Gas Side
Capacity (kW) Piping Pressure (MPa) Current (A)

Qutlet Air (°C)

20°C
High fan speed (Rated Frequency)
5m

| —e—220v —=— 230V |

7.70 o
7.60 ,ﬁ
7.50 //
7.40 —
7.30 /
7.20
710 _—
/
7.00 ==
6.90 ¥
2 2 7
Qutdoor Temperature (°C)
| ——220v —8— 230V |
1.900

_A

1.800

1.700

1.600

1.500

1.400 +
-2 2 7
Outdoor Temperature (°C)

| ——220v —=— 230V |

6.00

5.00

4.00

3.00
-2 2 7
Qutdoor Temperature (°C)

| —e—220v —=— 230v

38.0

37.0

P

36.0

35.0

/
34.0 _—
33.0 | =l

-2 2 7
Outdoor Temperature (°C)
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e Piping Length Characteristic

0 Outdoor temperature:

0 Operation condition:

o Piping length:

Gas Side
Piping Pressure (MPa)

Current (A)

Capacity (kW)

Qutlet Air (°C)

7°C (DBT), 6°C (WBT)

High fan speed (Rated Frequency)
5m

8.00
7.80
7.60
7.40
7.20
7.00

1.880
1.860
1.840
1.820
1.800
1.780
1.760
1.740

575
5.70
5.65
5.60
5.55
5.50

37.4
37.2
37.0
36.8
36.6
36.4

| —e—220v —=— 230V

!

—
™.

—
"-.._h‘ T—

D

3456 7 8 910111213141516171819202122232
Piping Length (m)

425

| —e—220v —=— 230V

Il
I/

---.%

/]

—

—
Hh"“\h

34567 8 910111213141516171819202122232
Piping Length (m)

425

| —e—220v —=— 230V

/

/

.
—
T Hh""'""--...

s

—
—
—
[t

—

]

34567 8 910111213141516171819202122232425

Piping Length (m)

—— 220V —8— 230V

Il
[l
,l

~—
—

—
~<

—
—~ \"“'-..

S~

34567829 101112131415161718192021222324275

Piping Length (m)
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17.2.4 CS-A24KKD CU-A24KKD

Cooling Characteristic

0 Room temperature:
0 Operation condition:

o Piping length:

Gas Side
Piping Pressure (MPa)

Current (A)

Capacity (kW)

Outlet Air (°C)

27°C (DBT), 19°C (WBT)
High fan speed

5m
[ —e—220v —=— 230V |
1350
13.00 ﬁ/f-*
12.50 —
12.00 ﬂf’
11.50 f:;}"fﬁ
11.00 +
30 32 34 36 38 40
Outdoor Temperature (°C)
| ——220v —=— 230V |
0.440 /'
0.430 /,
0.420 /
0.410 //
0.400 /
30 32 34 36 38 40
Qutdoor Temperature (°C)
| ——220v —=— 230V
8.00
7.50 L--.______
—
7.00 e e ——
-‘-‘N-_‘-i—n-_-‘
6.50
6.00
30 32 34 36 38 40
Qutdoor Temperature (°C)
—e— 220V —=— 230V |
13.8 —
136 ——
]
13.4 —
/
13.0 —
12.6 +
30 32 34 36 38 40

Qutdoor Temperature (°C)
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e Piping Length Characteristic

0 Outdoor temperature:

0 Operation condition:

o Piping length:

Gas Side
Piping Pressure (MPa)

Current (A)

Capacity (kW)

Qutlet Air (°C)

35°C (DBT), 24°C (WBT)

High fan speed
5m

13.50
13.00
12.50
12.00
11.50
11.00

0.460
0.440
0.420
0.400
0.380
0.360

7.20
7.00
6.80
6.60
6.40
6.20

14.0
13.8
136
13.4
13.2
13.0

—— 220V —8— 230V

===

/]
/
|

— —
e —
-—-'t ——
—_— f—

—] —

"'""'----.T
3456 7 8 910111213141516171819202122232425
Piping Length (m)

| —e—220v —=— 230V

—
T |
-‘--u--.
5

34567 8 910111213141516171819202122232425
Piping Length (m)

| —e—220v —=— 230V

=

—

\T

3456 7 8 910111213141516171819202122232425
Piping Length (m)

—e— 220V —=— 230V |

-

aall

:; 4 56 7 8 910111213141516171819202122232425
Piping Length (m)
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Heating Characteristic
0 Room temperature:
0 Operation condition:
o Piping length:

Gas Side
Capacity (kW) Piping Pressure (MPa) Current (A)

Qutlet Air (°C)

20°C

High fan speed (Rated Frequency)

5m

| —e—220v —=— 230V |

12.50

12.00

I

11.50

//

11.00

10.50 =+

2.000

2 7
Qutdoor Temperature (°C)

| ——220v —8— 230V |

1.900

1.800

1.700

1.600 -
1.500 4

-2

2 7
Outdoor Temperature (°C)

| ——220v —=— 230V |

8.00

/

7.00
6.00 /

5.00

-2 2 7

Qutdoor Temperature (°C)
| —e—220v —=— 230V |

40.0
39.0 ‘//Z.
3By0 ‘//
37.0 I
%0 _——
34.0 —
330 E—_

-2 2 7

Outdoor Temperature (°C)
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e Piping Length Characteristic
o0 Outdoor temperature: 7°C (DBT), 6°C (WBT)
0 Operation condition: High fan speed (Rated Frequency)
o Piping length: 5m

| —e—220v —=— 230V

12.50 L

12.00 =~

Current (A)

11.50 ——

11.00
3456 7 8 910111213141516171819202122232425
Piping Length (m)

| —e—220v —=— 230V

2.050

2.000

1.950 T

|
I
/
/

1.900 e

1.850

.
— =

Gas Side
Piping Pressure (MPa)

1.800

34567 8 910111213141516171819202122232425
Piping Length (m)

| —e—220v —=— 230V

7.80 ~
7.75 —
7.70 TR
7.65 ~<

7.60 -y
h"""-. " —

7.55 :;

7.50 1
3456 7 8 910111213141516171819202122232425
Piping Length (m)

Capacity (kW)

| ——220v —=— 230v

40.0 ~
39.8
396 = -
39.4 —~—

39.2 \“"‘““*-ﬁ_____h:m“‘* \ﬁ
39.0 —

345671829 101112131415161718192021222324275
Piping Length (m)

/]
/1]

I
"-....“.-_

Qutlet Air (°C)
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17.2.5 CS-A28KKD CU-A28KKD

e Cooling Characteristic
0 Room temperature:
0 Operation condition:
o Piping length:

Qutlet Air
Temperature ("C)

Current Cooling
Capacity (kW)

Gas Side
Piping Pressure (MPa)

(A)

14.000
13.500
13.000
12.500
12.000
11.500
11.000
10.500
10.000

9.500 -+

7.800
7.700
7.600
7.500
7.400
7.300
7.200
7.100
7.000
6.900
6.800
6.700
6.600

14.200
14.000
13.800
13.600
13.400
13.200
13.000
12.800
12.600
12.400
12.200
12.000
11.800

0.470

0.460

0.450

0.440

0.430

0.420

0410

27°C (DBT), 19°C (WBT)
High fan speed

5m

—— 220 —8— 230

3

30

Ell

32

33 34 35 36 37

Qutdoor Air Temperature (°C)

38

39

40

30

32

33 34 a5 36 37

Outdoor Air Temperature (°0)

38

39

40

/'/
/

33 34 35 36 37

Outdoor Air Temperature (°0)

38

39

40

—

30

Ell

32

33 34 35 36 37

Outdoor Air Temperature (°0)
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Piping Length Characteristic
0 Outdoor temperature:

0 Operation condition:

o Piping length:

14.100

35°C (DBT), 24°C (WBT)
High fan speed
5m

—— 220 —8—230

14,000

-

13.900

13.800

13.700

13.600

13.500

Qutlet Air

13.400

Temperature (°C)

13.300

13.200

13.100 T/

7.400

5 6 7 8 9 1011 1213 14 15 16 17 18 19 20 21 22 23 24 25

PFiping Length (m)

7.300
7.200

7.100

7.000
6.900

6.800

Cooling
Capacity (kW)

6.700
6.600

6.500

6.400

3 4 5 6 7

0.460

8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25

Piping Length (m)

0.450

0.440

0.430

0.420

0.410
0.400

0.390

Gas Side
Piping Pressure (MPa)

0.380

0.370

3 4

5 6

7 8 9 1011 12 13 14 15 16 17 18 19 20 21 22 23 24 25

Piping Length (m)

13.300
13.200

13.100

13.000

12.500

12.800

12,700

12.600

Current
(A)

12.500

12.400
12.300

12.200

12.100

12.000

11.900

11.800

3 4

5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25

Fiping Length (m)
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Heating Characteristic
0 Room temperature:
0 Operation condition:

o Piping length:

Qutlet Air
Temperature ("C)

Current Cooling
Capacity (kW)

Gas Side
Piping Pressure (MPa)

(A)

41.000

40.000

39.000

38.000

37.000

36.000

35.000

10.000

9.500

9.000

8.500

8.000

7.500

15.500
15.000
14.500
14.000
13.500
13.000
12.500
12,000
11.500
11.000
10.500

20°C

5m

High fan speed (Rated Frequency)

—— 220 —8— 230

6

Qutdoor Air Temperature (°C)

7

8

6

QOutdoor Air Temperature (°0)

7

g

6

Outdoor Air Temperature (°0)

7

8

2.700
2.600

2.500
2,400

2.300

2.200

2.100

2.000

1.900

1.800
1.700

6

Outdoor Air Temperature (°0)

7
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Piping Length Characteristic
o0 Outdoor temperature:

0 Operation condition:

o Piping length:

39.400

7°C (DBT), 6°C (WBT)
High fan speed (Rated Frequency)
5m

—— 220 —8— 230

39.200 K

N
39.000

38.800

38.600

38.400
38.200

Qutlet Air
Temperature (°C)

38.000

37.800

3 4

9.200

5 6 7 8 9 1011 1213 14 15 16 17 18 19 20 21 22 23 24 25

Piping Length (m)

9.000

L]
//

8.800

8.600

8.400

Cooling
Capacity (kW)

8.200

8.000

7.800

3 4 5 6 7 8 9

2.300

10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25

Piping Length (m)

2.280

2.260

2.240

2.220
2.200

Gas Side

Piping Pressure (MPa)

2180

2160

.

2.140

14.500

6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25

Piping Length (m)

14.000

13.500 A

’

13.000 /

/]

/

12.500

/

Current
(A)

12,000

11.500

11.000

10.500

3 4

5 6 7 8 9 10 11 12 13 14 15 16 17

Fiping Length (m)

18 19 20 21 22 23 24 25
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18. Exploded View and Replacement Parts List

18.1 Indoor Unit
18.1.1 CS-A9KKD CS-A12KKD

= .‘ >3} Zﬁ:i‘:i

‘\/'

Note
The above exploded view is for the purpose of parts disassembly and replacement.
The non-numbered parts are not kept as standard service parts.
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REF.

PART NAME & DESCRIPTION

QTY

CS-A9KKD

CS-A12KKD

REMARK

NO.
1 CHASSY COMPLETE 1 CWD50C1653 —
2 FAN MOTOR 1 CWA921409 CWAQ21415 o}
3 CROSS FLOW FAN COMPLETE 1 CWH02C1076 —
4 BEARING ASS'Y 1 CWH64K007 —
5 SCREW - CROSS FLOW FAN 1 CWH551146 —
6 GENERATOR COMPLETE 1 CWH94C0028 —
7 EVAPORATOR 1 CWB30C3154 CWB30C2945
8 FLARE NUT (LIQUID) 1 CWT251026 —
9 FLARE NUT (GAS) 1 CWT251061 CWT251062
10 HOLDER SENSOR 1 CWH32143 —
11 PARTICULAR PIECE-COMPLETE 1 CWD93C1090 —
12 BACK COVER CHASSIS 1 CwWD933019 —
13 CONTROL BOARD CASING 1 CWH102370 —
14 TERMINAL BOARD COMPLETE 1 CWA28C2426 CWA28C2428 o}
15 ELECTRONIC CONTROLLER - MAIN 1 CWAT73C4507 CWA73C4506 0}
16 ELECTRONIC CONTROLLER - POWER 1 CWA745301 — o
17 ELECTRONIC CONTROLLER-HVU 1 CWA745348 — O
18 ELECTRONIC CONTROLLER-INDICATOR 1 CWAT745820 — 0o
19 ELECTRONIC CONTROLLER-RECEIVER 1 CWA745288 — o
20 INDICATOR HOLDER 1 CwD933021 —
21 SENSOR COMPLETE 1 CWAS50C2401 —
22 SENSOR COMPLETE(ECO) 1 CWA50C2708 —
23 ELECTRONIC CONTROLLER(ECO SENSOR) 1 CWAT745791 —
24 ELECTRONIC CONTROLLER(COMPARATOR) 1 CWA745790 —
25 LEAD WIRE - PCB ECO 1 CWAB7C8483 —
26 COVER FOR PCB ECO(BOTTOM) 1 CWD933193 —
27 COVER FOR PCB ECO(UPPER) 1 CWD933192 —
28 DISCHARGE GRILLE COMPLETE 1 CWE20C3084 —
29 VERTICAL VANE 1" CWE241287 —
30 CONNECTING BAR 1 CWE261152 —
31 CONNECTING BAR 1 CWE261153 —
32 CONNECTING BAR 1 CWE261154 —
33 CONNECTING BAR 1 CWE261155 —
34 AIR SWING MOTOR 1 CWAQ81240 — o
35 HORIZONTAL VANE 1 CWE24C1268 —
36 CAP - DRAIN TRAY 1 CWH521096 —
37 CONTROL BOARD TOP COVER 1 CWH131350 —
38 CONTROL BOARD FRONT COVER 1 CWH13C1183 —
39 REMOTE CONTROL COMPLETE 1 CWA75C3570 — o
40 FRONT GRILLE COMPLETE 1 CWE11C4411 — o
41 INTAKE GRILLE COMPLETE 1 CWE22C1507 — O
42 GRILLE DOOR 1 CWE14C1029 —
43 E-ION FILTER 2 CWDO00K1014 —
44 SCREW - FRONT GRILLE 2 XTT4+16CFJ —
45 CAP - FRONT GRILLE 2 CWH521194 —
46 DRAIN HOSE 1 CWH851173 —
47 BAG COMPLETE - INSTALLATION SCREW 1 CWH82C1705 —
48 INSTALLATION PLATE 1 CWH361097 —
49 FULCRUM 1 CWH621102 —
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50 | OPERATING INSTRUCTION 1 CWF567112
51 | INSTALLATION INSTRUCTION 1 CWF614251
52 | INSTALLATION INSTRUCTION 1 CWF614252
53 | INSTALLATION INSTRUCTION 1 CWF614255
54 | COVER FOR RECEIVER (UPPER) 1 CWD933022
55 | COVER FOR RECEIVER (BOTTOM) 1 CWD933209
56 | POWER SUPPLY CORD 1 CWA20C2827
57 | INSTALLATION INSTRUCTION 1 CWF614256
(Note)

o All parts are supplied from PHAAM, Malaysia (Vendor Code: 00029488).
“O” marked parts are recommended to be kept in stock.
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18.1.2 CS-A18KKD CS-A24KKD CS-A28KKD

The above exploded view is for the purpose of parts disassembly and replacement.

The non-numbered parts are not kept as standard service parts.

Note
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REF. NO. PART NAME & DESCRIPTION QTY CS-A18KKD CS-A24KKD CS-A28KKD REMARK

1 CHASSY COMPLETE 1 CWD50C1654 — —

2 FAN MOTOR 1 L6CBYYYL0037 | L6CBYYYLO039 — o
3 CROSS FLOW FAN COMPLETE 1 CWHO02C1077 — —

4 BEARING ASS’Y 1 CWHG64K007 — —

5 SCREW - CROSS FLOW FAN 1 CWH551146 — —

6 ION GENERATOR 1 CWH94C0028 — —

7 EVAPORATOR 1 CWB30C2730 | CWB30C2779 | CWB30C2777

8 FLARE NUT (LIQUID) 1 CWT251026 — —

9 FLARE NUT (GAS) 1 CWT251062 CWT251036 —

10 E-ION AIR PURIFYING SYSTEM 1 CWD93C1090 — —

11 HOLDER SENSOR 1 CWH32143 — —

12 BACK COVER CHASSIS 1 CWD933031 — —

13 CONTROL BOARD CASING 1 CWH102370 — —

14 TERMINAL BOARD COMPLETE 1 CWA28C2358 — CWA28C2167J O
15 ELECTRONIC CONTROLLER - MAIN 1 CWA73C4515 | CWAT73C4514 | CWAT73C4199 0]
16 ELECTRONIC CONTROLLER - POWER 1 CWAT745304 — CWA745364 o}
17 ELECTRONIC CONTROLLER - HVU 1 CWA745348 — — o}
18 ELECTRONIC CONTROLLER - INDICATOR 1 CWA745820 — — o
19 ELECTRONIC CONTROLLER - RECEIVER 1 CWA745288 — — o
20 COVER FOR RECEIVER (BOTTOM) 1 CWD933209 — —

21 COVER FOR RECEIVER (UPPER) 1 CWD933022 — —

22 INDICATOR HOLDER 1 CwWD933021 — —

23 SENSOR COMPLETE 1 CWAS50C2401 — — o
24 SENSOR COMPLETE (ECO) 1 CWA50C2709 — — o}
25 ELECTRONIC CONTROLLER (ECO SENSOR) 1 CWAT745791 — — o}
26 ELECTRONIC CONTROLLER (COMPARATOR) 1 CWA745790 — — o
27 LEAD WIRE - PCB ECO 1 CWAGB7C8484 — —

28 COVER FOR PCB ECO(BOTTOM) 1 CWD933193 — —

29 COVER FOR PCB ECO(UPPER) 1 CWD933192 — —

30 DISCHARGE GRILLE COMPLETE 1 CWE20C3007 — —

31 VERTICAL VANE 15 CWE241289 — —

32 CONNECTING BAR 1 CWE261156 — —

33 CONNECTING BAR 1 CWE261158 — —

34 CONNECTING BAR 1 CWE261157 — —

35 CONNECTING BAR 1 CWE261159 — —

36 CONNECTING BAR 1 CWE261160 — —

37 A.S.MOTOR,DC SINGLE 12V 3000HM 1 CWA981241 — — o}
38 A.S MOTOR,DC SINGLE 12V300 OHM 1 CWAQ98K1014 — — o
39 HORIZONTAL VANE 1 CWE24C1295 — —
40 CAP - DRAIN TRAY 1 CWH521096 — —
41 CONTROL BOARD TOP COVER 1 CWH131350 — —
42 CONTROL BOARD FRONT COVER 1 CWH13C1183 — —
43 REMOTE CONTROL COMPLETE 1 CWA75C3562 — — o
44 FRONT GRILLE COMPLETE 1 CWE11C4422 | CWE11C4416 — o}
45 INTAKE GRILLE COMPLETE 1 CWE22C1483 — — o}
46 GRILLE DOOR 1 CWE14C1029 — —
47 E-ION FILTER 2 CWDO00K1017 — —
48 SCREW - FRONT GRILLE 4 XTT4+16CFJ — —
49 CAP - FRONT GRILLE 3 CWH521194 — —

50 DRAIN HOSE 1 CWH851173 — —
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51 BAG COMPLETE - INSTALLATION SCREW CWH82C1705 - -

52 INSTALLATION PLATE CWH361098 - -

53 FULCRUM CWH621103 - -

54 OPERATING INSTRUCTION CWF567112 - CWF567113

55 INSTALLATION INSTRUCTION CWF614251 - -

56 INSTALLATION INSTRUCTION CWF614252 - -

57 INSTALLATION INSTRUCTION CWF614255 - -

58 POWER SUPPLY CORD CWA20C2829 | CWA20C2836 -

59 INSTALLATION INSTRUCTION CWF614256 - -
(Note)

e All parts are supplied from PHAAM, Malaysia (Vendor Code: 00029488).

“O” marked parts are recommended to be kept in stock.

125




18.2 Qutdoor Unit

CU-A9KKD

18.2.1

—

©—¢

The above exploded view is for the purpose of parts disassembly and replacement.

The non-numbered parts are not kept as standard service parts.

Note
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':lEOF PART NAME & DESCRIPTION QTY CU-A9KKD REMARK

1 CHASSY ASS'Y 1 CWD50K2112

2 SOUND PROOF MATERIAL 1 CWG302255

3 FAN MOTOR BRACKET 1 CWD541075

4 SCREW - FAN MOTOR BRACKET 2 CWH551217

5 FAN MOTOR 1 CWA951674 O
6 SCREW - FAN MOTOR MOUNT 3 CWH55406J

7 PROPELLER FAN ASS’Y 1 CWHO03K1020

8 NUT - PROPELLER FAN 1 CWH56053J

9 COMPRESSOR 1 2PS156D3DA02 O
10 ANTI - VIBRATION BUSHING 3 CWH50077

11 NUT - COMPRESSOR MOUNT 3 CWH56000J

12 CONDENSER 1 CWB32C2942

13 CAPILLARY TUBE ASS’Y 1 CWB15K1283

14 STRAINER 1 CWB11025

15 HOLDER COUPLING 1 CWH351047

16 2-WAY VALVE (LIQUID) 1 CWB021217 0
17 3-WAY VALVE (GAS) 1 CWB011257 O
18 OVERLOAD PROTECTOR WITH WIRE 1 CWAB7C6142

19 HOLDER - O.L.P 1 CWH7041200

20 TERMINAL COVER 1 CWH171011

21 NUT - TERMINAL COVER 1 CWH7080300J

22 SOUND PROOF BOARD 1 CWH151074

23 TERMINAL BOARD ASS’Y 1 CWA28K1021J

24 CAPACITOR - COM. 1 FOGAH306A004 0
25 HOLDER CAPACITOR 1 CWH301035

26 CAPACITOR - F.M 1 DS441205NPQA (6]
27 CABINET SIDE PLATE 1 CWEO041110A

28 CABINET SIDE PLATE COMPLETE 1 CWE04C1042

29 CABINET FRONT PLATE ASSY 1 CWEO06K1048

30 CABINET TOP PLATE 1 CWEO031041A

31 CONTROL BOARD COVER COMPLETE 1 CWH13C1099

33 4-WAY VALVE 1 CWB001055

34 V-COIL COMPLETE 1 CWA43C2187

36 ELECTROLYTIC CAPACITOR 1 CWA32C1003

37 ELECTRO MAGNETIC SWITCH 1 CWAO00059

38 OVERHEAT PROTECTOR COMPLETE 1 CWA14C1009

39 ACCESSORY CO. (DRAIN ELBOW) 1 CWG87C900

41 WIRE NET 1 CWDO041057A

42 FLEXIBLE PIPE 1 CWH5850080

43 PACKING - L.TUBE 1 CwB81012

(Note)

e All parts are supplied from PHAAM, Malaysia (Vendor Code: 00029488).

“O” marked parts are recommended to be kept in stock.
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18.2.2 CU-A12KKD
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The above exploded view is for the purpose of parts disassembly and replacement.

The non-numbered parts are not kept as standard service parts.

Note
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REF.

NO. PART NAME & DESCRIPTION Qry CU-A12KKD REMARK
1 CHASSY ASS'Y 1 CWD50K2074
2 SOUND PROOF MATERIAL 1 CWG302110
3 FAN MOTOR BRACKET 1 CWD541030
4 SCREW - FAN MOTOR BRACKET 2 CWH551217
5 FAN MOTOR 1 CWA951121J o]
6 SCREW - FAN MOTOR MOUNT 3 CWH55406J
7 PROPELLER FAN ASS’Y 1 CWHO03K1006
8 NUT - PROPELLER FAN 1 CWH56053J
9 COMPRESSOR 1 2PS206D2BA02 o]
10 ANTI - VIBRATION BUSHING 3 CWH50055
11 NUT - COMPRESSOR MOUNT 3 CWH561049
12 CONDENSER 1 CWB32C2969
14 STRAINER 1 CWB11025
15 HOLDER COUPLING 1 CWH351023
16 2-WAY VALVE (LIQUID) 1 CWB021117 o]
17 3-WAY VALVE (GAS) 1 CWB011482 o]
18 OVERLOAD PROTECTOR WITH WIRE 1 CWAB7C7551
19 HOLDER - O.L.P 1 CWH7041200
20 TERMINAL COVER 1 CWH171011
21 NUT - TERMINAL COVER 1 CWH7080300J
22 SOUND PROOF BOARD 1 CWH151023
23 TERMINAL BOARD ASS'Y 1 CWA28K1034J
24 CAPACITOR - COM. 1 FOGAH356A001 o]
25 HOLDER CAPACITOR 1 CWH30060
26 CAPACITOR - F.M 1 DS441205NPQA 0
27 CABINET SIDE PLATE 1 CWE041248A
28 CABINET SIDE PLATE COMPLETE 1 CWE04C1118
29 CABINET FRONT PLATE ASS’Y 1 CWE06K1034
30 CABINET TOP PLATE 1 CWE031014A
31 CONTROL BOARD COVER COMPLETE 1 CWH13C1064
32 HANDLE 1 CWE161010
33 4-WAY VALVE 1 CWB001026J
34 V-COIL COMPLETE 1 CWA43C2273
35 TUBE ASSY (CHK VALVE CAP. TUBE) 1 CWT01C3650
36 ELECTROLYTIC CAPACITOR 1 CWA32C067
37 ELECTRO MAGNETIC SWITCH 1 CWA00059
38 OVERHEAT PROTECTOR COMPLETE 1 CWA14C1009
39 ACCESSORY CO. (DRAIN ELBOW) 1 CWG87C900
40 ELECTRO MAGNETIC RELAY 1 K6A2C7A00002
41 WIRE NET 1 CWDO041111A
42 FLEXIBLE PIPE 1 CWH5850080
43 PACKING — L.TUBE 1 CWB81012
44 CONTROL BOARD COVER 1 CWH131295
(Note)

e All parts are supplied from PHAAM, Malaysia (Vendor Code:
“O” marked parts are recommended to be kept in stock.
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18.2.3 CU-A18KKD CU-A24KKD

Note
The above exploded view is for the purpose of parts disassembly and replacement.

The non-numbered parts are not kept as standard service parts.
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REF. NO. PART NAME & DESCRIPTION QTy CU-A18KKD CU-A24KKD REMARK

1 CHASSY ASS'Y 1 CWD50K2087 -

2 COMPRESSOR 1 2JS318D3AA04 2JS438D3JA02 o]
3 ANTI - VIBRATION BUSHING 3 CWH50055 -

4 NUT - COMPRESSOR MOUNT 3 CWH561049 -

5 PACKING 3 CWB81043 -

6 CONDENSER 1 CWB32C2678 CWB32C2679

7 SOUND PROOF BOARD 1 CWH151051 -

8 FAN MOTOR BRACKET 1 CWD541055 -

9 SCREW - FAN MOTOR BRACKET 2 CWH551217 -

10 FAN MOTOR 1 CWA951385J - 0
11 SCREW - FAN MOTOR MOUNT 3 CWH55252J -

12 PROPELLER FAN ASS’Y 1 CWHO03K1017 -

13 NUT - PROPELLER FAN 1 CWH561038J -

14 HOLDER COUPLING 1 CWH351036 -

15 2-WAY VALVE (LIQUID) 1 CWB021361 - 0
16 TUBE ASS’Y (CAPILLARY TUBE & CHECK VALVE) 1 CWT01C4945 CWT01C4944

17 3-WAY VALVE (GAS) 1 CWB011212 CWB011484 0
18 TERMINAL COVER 1 CWH171012 -

19 NUT - TERMINAL COVER 1 CWH7080300J -

20 CONTROL BOARD 1 CWH102206 -
21 CAPACITOR - F.M 1 DS441355NPQA - o)
22 CAPACITOR - COM. 1 CWA312079 - 0
23 HOLDER CAPACITOR 1 CWH30060 -
24 TERMINAL BOARD ASS’Y 1 CWA28K1070J -
25 CABINET SIDE PLATE (L) 1 CWEO041255A -
26 HANDLE 1 CWE161010 -
27 CABINET SIDE PLATE (R) 1 CWE041083A -
28 HANDLE 2 CWE16000E -
29 CABINET FRONT PLATE ASS'Y 1 CWE06K1043 -

31 CABINET TOP PLATE ASS’Y 1 CWEO03K1009A -

32 CONTROL BOARD COVER (BOTTOM) 1 CWH131168 -

33 CONTROL BOARD COVER (TOP) 1 CWH131169A -

34 SOUND PROOF MATERIAL 1 CWG302221 -

35 ELECTRONIC CONTROLLER 1 CWAT743367 -

36 4-WAY VALVE 1 CWB001026J -

37 V-COIL COMPLETE 1 CWA43C2121J -

38 SENSOR COMPLETE 1 CWA50C618 -

39 ACCESSORY — COM (DRAIN ELBOW) 1 CWG87C900 -
40 WIRE NET 1 CWDO041041A -

(Note)

e All parts are supplied from PHAAM, Malaysia (Vendor Code: 00029488).
“O” marked parts are recommended to be kept in stock.
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18.2.4 CU-A28KKD

The above exploded view is for the purpose of parts disassembly and replacement.

The non-numbered parts are not kept as standard service parts.

Note
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REF.

NO. PART NAME & DESCRIPTION Qry CU-A28KKD REMARK
1 CHASSY ASSY 1 CWD50K2087
2 COMPRESSOR 1 2JD514E3AA03 o]
3 ANTI-VIBRATION BUSHING 3 CWH50055
4 NUT-COMPRESSOR MOUNT 3 CWH561049
5 PACKING 1 CWB81043
6 CONDENSER 1 CWB32C2681
7 SOUND PROOF BOARD 1 CWH151056
8 FAN MOTOR BRACKET 1 CWD541055
9 SCREW - FAN MOTOR BRACKET 2 CWH551217
10 FAN MOTOR 1 CWA951294J o]
11 SCREW - FAN MOTOR MOUNT 3 CWH55252J
12 PROPELLER FAN ASSY 1 CWHO03K1017
13 NUT - PROPELLER FAN 1 CWH561038J
14 HOLDER - COUPLING 1 CWH351036
15 2 WAYS VALVE (LIQUID) 1 CWB021361 o]
16 TUBE ASSY(CHK.VALVE,CAP.TUBE) 1 CWT01C4697
17 3 WAYS VALVE (GAS) 1 CWB011213 o]
18 TERMINAL COVER 1 CWH171012
19 NUT-TERMINAL COVER 1 CWH7080300J
20 CONTROL BOARD CASING 1 CWH102206
21 CAPACITOR-FM 1 DS441355NPQA 0
22 CAPACITOR-COMP 1 DS441606CPNA o]
23 HOLDER-CAPACITOR 1 CWH30071
24 TERMINAL BOARD ASSY 1 CWA28K1058J
25 CABINET SIDE PLATE(L) 1 CWE041082A
26 HANDLE 1 CWE161010
27 CABINET SIDE PLATE(R) 1 CWE041100A
28 HANDLE 2 CWE16000E
29 CABINET FRONT PLATE CO. 1 CWE06K1045
31 CABINET TOP PLATE 1 CWEO3K1011A
32 CONTROL BOARD COVER (BOTTOM) 1 CWH131168
33 CONTROL BOARD COVER (TOP) 1 CWH131169A
34 SOUND PROOF MATERIAL 2 G302230
35 ELECTRONIC CONTROLLER - MAIN 1 CWA743378
36 4 WAYS VALVE 1 CWB001046
37 V-COIL COMPLETE (4-WAYS VALVE) 1 CWA43C2321
38 SENSOR COMPLETE (COMP. DISC.) 1 CWA50C618
39 ACCESSORY CO.(DRAIN ELBOW) 1 CWG87C900
40 WIRE NET 1 CWDO041041A
42 TERMINAL BOARD ASSY 1 CWA28K1170
43 OIL SEPARATER ASS'Y 1 CWB16K1018
44 REACTOR 1 CWA00192
45 TUBE ASSY(CAP.TUBE) 1 CWT025826
(Note)

e All parts are supplied from PHAAM, Malaysia (Vendor Code: 00029488).
“O” marked parts are recommended to be kept in stock.
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