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1 SPECIFICATION

Cooking temperature settings

Power supply 220V / 240V - 50/60Hz
Power consumption 1200W
Dimensions 
(W×D×H)

Outer dimensions 37.7cm 27.1cm 21.4cm
Inner dimensions 26.9cm 20.2cm 6.0cm

Weight(approx.) 3.2kg
Length of the cord 1.0m
Timer 15 minutes timer with bell
Automatic temperature regulator Thermostat

Temperature (degree C) Toast Approx. 230
High Approx. 205
Mid Approx. 175
Low Approx. 120
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2 LOCATION
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3 TROUBLESHOOTING
Quick Performance Test

Check the performance of the device as follows:

Request
Be sure to pull the drip pan out of the unit body before doing the following test.

* If the temperature is set to "Low," it will take longer for the heater to become hot and glow, and it will take more time to check the 
performance of the unit.

Make sure to set the temperature to "Toast."

Performance test for the thermostat
1. Make sure the body of the appliance is at room temperature.
2. Connect the power cord to a rated electrical outlet.
3. Set the temperature to "Toast."
4. Set the timer to "15."
5. Measure the time from the moment the timer is set (the heaters are powered) to the moment the heaters turn off.

Check that the heaters turn off after approximately 3 to 6 minutes.

Switch Operations Operations Power Consumption
(Approximate)

- Connect the power cord to a rated electrical outlet.
- Set the temperature to "Toast."
- Set the timer to "15."

- The upper and lower heaters will heat up and begin glowing in a 
short time.

- The timer dings when the it reaches the OFF position.

220V-240V
1200W
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4 OPERATING INSTRUCTIONS
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5 MAINTENANCE
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6 FACTORY SETTING
6.1. PLACE OF PRODUCT DATE CODE
The product date code is impressed upon the bottom face of the unit.
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6.2. Packing procedure
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7 WIRING DIAGRAM
7.1. Basic wiring diagram

No. Parts Name
1 Upper heater
2 Lower heater
3 Switch
4 Lamp
5 Timer
6 Ground
7 Power cord
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7.2. Wiring diagram
Caution

Make sure that the cables are routed as they were before the repair. Otherwise, the lead wire may touch the end face of parts,
resulting in a failure or electric shock.

No. Parts Name
1 Upper heater
2 Switch
3 Switch knob
4 Lamp
5 Timer knob
6 Timer
7 Lower heater
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8 SCHEMATIC DIAGRAM
8.1. Circuit diagram

No. Parts Name
1 Power
2 Timer
3 Switch
4 Lamp
5 Thermostat
6 Upper heater
7 Lower heater
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9 REPLACEMENT PARTS
9.1. Parts List
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9.2. Replacement Parts List

Safety Ref. 
No.

Part No. Part Name & Description Quan-
tity

Remarks

1 ABA00Y16900S Toaster oven A'ssy 1

2 ABK00Y169 Tray 1
3 ABA50Y169 Oven rack 1

Safety Ref. 
No.

Part No. Part Name & Description Quan-
tity

Remarks

ABZ51Y169 Operating instructions 1

ABZ01Y169 Carton box 1
ABZ75Y16900S Cushion set 1


